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Preface

In response to Air Force Secretary James G. Roche’s charge to reinvigorate the systems
engineering profession, the Air Force Institute of Technology (AFIT) undertook a broad spec-
trum of initiatives that included creating new and innovative instructional material. The material
included case studies of past programs to teach the principles of systems engineering via “real
world” examples.

Four case studies, the first set in a planned series, were developed with the oversight of
the Subcommittee on Systems Engineering to the Air University Board of Visitors. The
Subcommittee included the following distinguished individuals:

Chairman
Dr. Alex Levis, AF/ST

Members
Tom Sheridan, Brigadier General
Dr. Daniel Stewart, AFMC/CD
Dr. George Friedman, University of Southern California
Dr. Andrew Sage, George Mason University
Dr. Elliot Axelband, University of Southern California
Dr. Dennis Buede, Innovative Decisions Inc
Dr. Dave Evans, Aerospace Institute

Dr. Levis and the Subcommittee on Systems Engineering crafted the idea of publishing
these case studies, reviewed several proposals, selected four systems as the initial cases for study,
and continued to provide guidance throughout their development. The Subcommittee members
have been a guiding force to charter, review, and approve the work of the authors. The four case
studies produced in that series were the C-5A Galaxy, the F-111, the Hubble Space Telescope,
and the Theater Battle Management Core System. The second series of case studies produced
were the B-2 Spirit Stealth Bomber and the Joint Air-To-Surface Standoff Missile (JASSM).

This third series includes the Global Positioning System (GPS).

[Pending] Approved for Public Release; Distribution Unlimited

The views expressed in this Case Study are those of the author(s) and do not reflect the
official policy or position of the United States Air Force, the Department of Defense, or the
United States Government



Foreword

At the direction of the Secretary of the Air Force, Dr. James G. Roche, the Air Force
Institute of Technology (AFIT) established a Center for Systems Engineering (CSE) at its Wright
Patterson AFB, campus in 2002. With academic oversight by a Subcommittee on Systems Engi-
neering, chaired by Air Force Chief Scientist Dr. Alex Lewis, the CSE was tasked to develop case
studies focusing on the application of systems engineering principles within various Air Force
programs. The committee drafted an initial case outline and learning objectives, and suggested
the use of the Friedman-Sage Framework to guide overall analysis.

The CSE contracted for management support with Universal Technology Corporation
(UTC) in July 2003. Principal investigators for the four case studies published in the initial
series included Mr. John Griffin for the C-5A, Dr. G. Keith Richey for the F-111, Mr. James
Mattice for the Hubble Telescope, and Mr. Josh Collens for the Theater Battle Management Core
System. These cases were published in 2004. Two additional case studies have since been
added to this series with the principal investigators being Mr. John Griffin for the B-2 and Dr.
Bill Stockman for the JASSM. All case studies (with the exception of JASSM) are available on
the CSE website [http://www.afit.edu/cse].

The Department of Defense continues to develop and acquire joint complex systems that
deliver needed capabilities demanded by our warfighter. Systems engineering is the technical
and technical management process that focuses explicitly on delivering and sustaining robust,
high-quality, affordable products. The Air Force leadership, from the Secretary of the Air Force
through the Commander of the Air Force Materiel Command, has collectively stated the need to
mature a sound systems engineering process throughout the Air Force.

Plans exist for future case studies focusing on other areas. Suggestions have included
other Joint-service programs, logistics-led programs, science and technology/laboratory efforts,
additional aircraft programs, and successful commercial systems.

As we uncovered historical facts and conducted key interviews with program managers
and chief engineers, both within the government and those working for the various prime and
subcontractors, we concluded that systems programs face similar challenges today. Applicable
systems engineering principles and the effects of communication and the environment continue
to challenge our ability to provide a balanced technical solution. We look forward to your
comments on this GPS case, our other CSE published studies, and future case studies.

GEORGE E. MOONEY, SES

Director, Air Force Center for Systems Engineering
Air Force Institute of Technology
http://www.afit.edu/cse
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1. SYSTEMS ENGINEERING PRINCIPLES

1.1 General Systems Engineering Process

1.1.1 Introduction

The Department of Defense continues to develop and acquire joint systems and deliver
needed capabilities to the warfighter. With a constant objective to improve and mature the acquisi-
tion process, it continues to pursue new and creative methodologies to purchase these technically
complex systems. A sound systems engineering process, focused explicitly on delivering and
sustaining robust, high-quality, affordable products that meet the needs of customers and stake-
holders must continue to evolve and mature. Systems engineering is the technical and technical
management process that results in delivered products and systems that exhibit the best balance of
cost and performance. The process must operate effectively with desired mission-level
capabilities, establish system-level requirements, allocate these down to the lowest level of the
design, and ensure validation and verification of performance, while meeting the cost and schedule
constraints.

The systems engineering process changes as the program progresses from one phase to
the next, as do tools and procedures. The process also changes over the decades, maturing,
growing, and evolving from the base established during the conduct of past programs. Systems
engineering has a long history. Examples can be found demonstrating application of effective
engineering and engineering management, as well as poorly applied, but well-defined processes.
Throughout the many decades during which systems engineering has emerged as a discipline,
many practices, processes, heuristics, and tools have been developed, documented, and applied.

System requirements are critical to all facets of successful system program development.
First, system development must proceed from a well-developed set of requirements. Second,
regardless of the evolutionary acquisition approach, the system requirements must flow down to
all subsystems and lower-level components. And third, the system requirements must be stable,
balanced, and must properly reflect all activities in all intended environments. However, system
requirements are not unchangeable. As the system design proceeds, if a requirement or set of
requirements is proving excessively expensive to satisfy, the process must rebalance schedule,
cost, and performance by changing or modifying the requirements or set of requirements.

Systems engineering includes making key system and design trades early in the process to
establish the system architecture. These architectural artifacts can depict any new system, legacy
system, modifications thereto, introduction of new technologies, and overall system-level behavior
and performance. Modeling and simulation are generally employed to organize and assess
architectural alternatives at this stage. System and subsystem design follows the functional
architecture. System architectures are modified if elements are too risky, expensive, or time-
consuming. Both newer object-oriented analysis and design, and classic structured analysis
using functional decomposition and information flows/data modeling occur. Design proceeds
logically using key design reviews, tradeoff analysis, and prototyping to reduce any high-risk
technology areas.



Important to the efficient decomposition and creation of functional and physical archi-
tectural designs are the management of interfaces and the integration of subsystems. Interface
management and integration is applied to subsystems within a system or across a large, complex
system of systems. Once a solution is planned, analyzed, designed, and constructed, validation
and verification take place to ensure satisfaction of requirements. Definition of test criteria,
measures of effectiveness (MOEs), and measures of performance (MOPS) are established as part

of the requirements process, taking place well before any component/subsystem assembly design
and construction occurs.

There are several excellent representations of the systems engineering process presented
in the literature. These depictions present the current state of the art in maturity and evaluation
of the systems engineering process. One can find systems engineering process definitions,
guides, and handbooks from the International Council on Systems Engineering (INCOSE),
European Industrial Association (EIA), Institute of Electrical and Electronics Engineers (IEEE),
and various Department of Defense (DoD) agencies and organizations. They show the process as
it should be applied by today’s experienced practitioner. One of these processes, long used by
the Defense Acquisition University (DAU), is depicted in Figure 1-1. It should be noted that this

model is not accomplished in a single pass. This iterative and nested process gets repeated to the
lowest level of definition of the design and its interfaces.
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= Identify Funational Requiremants

« DefineRedne Perormance and Design
Constraim Regquirements

i i Trade-Off Studies
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» Risk Management

Requirements Loop » Configuration Management
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Funetional Analysis/Allocation . En:: l-hnr;u'-r‘m
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1o Al Functional Lewels "
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Figure 1-1. The Systems Engineering Process, Defense Acquisition University
The DAU model, like all others, has been documented in the last two decades, and has

expanded and developed to reflect a changing environment. Systems are becoming increasingly
complex internally and more interconnected externally. The process used to develop aircraft and

10



systems of the past was effective at the time. It served the needs of the practitioners and resulted
in many successful systems in our inventory. Notwithstanding, the cost and schedule
performance of the past programs are replete with examples of well-managed programs and ones
with less-stellar execution. As the nation entered the 1980s and 1990s, large DoD and
commercial acquisitions experienced overrunning costs and slipping schedules. The aerospace
industry and its organizations were becoming larger and were more geographically and culturally
distributed. Large aerospace companies have worked diligently to establish common systems
engineering practices across their enterprises. However, because of the mega-trend of teaming in
large (and some small) programs, these common practices must be understood and used beyond
the enterprise and to multiple corporations. It is essential that the systems engineering process
govern integration, balance, allocation, and verification, and be useful to the entire program team
down to the design and interface level.

Today, many factors overshadow new acquisition; including system-of-systems (SoS) con-
text, network centric warfare and operations, and rapid growth in information technology. These
factors are driving a more sophisticated systems engineering process with more complex and
capable features, along with new tools and procedures. One area of increased focus of the sys-
tems engineering process is the informational systems architectural definitions used during system
analysis. This process, described in DoD Architectural Framework (DoDAF), emphasizes greater
reliance on reusable architectural views describing the system context and concept of operations,
interoperability, information and data flows, and network service-oriented characteristics.

1.1.2 Case Study

The systems engineering process to be used in today’s complex system and system-of-
systems is a process matured and founded on principles developed in the past. Examination of
systems engineering principles used on programs, both past and present, can provide a wealth of
lessons to be used in applying and understanding today’s process. It was this thinking that led to
the construction of the AFIT CSE case studies.

The purpose of developing detailed case studies is to support the teaching of systems
engineering principles. They facilitate learning by emphasizing to the student the long-term conse-
quences of the systems engineering and programmatic decisions on program success. The systems
engineering case studies assist in discussion of both successful and unsuccessful methodologies,
processes, principles, tools and decision material to assess the outcome of alternatives at the
program/system level. In addition, the importance of using skills from multiple professions and
engineering disciplines, and collecting, assessing, and integrating varied functional data is empha-
sized. When they are taken together, the student is provided real-world detailed examples of
how the process attempts to balance cost, schedule, and performance.

The utilization and mis-utilization of systems engineering principles are highlighted, with
special emphasis on the conditions that foster and impede good systems engineering practice.
Case studies are used to illustrate both good and bad implementation of acquisition management
and learning principles, such as:

e Every system provides a satisfactory balanced and effective product to a customer
e Effective requirements analysis was applied
e Consistent and rigorous applications of systems engineering management was applied

11



Effective test planning was accomplished

There were effective major technical program reviews

Continuous risk assessments and management was implemented

Cost estimates and policies were reliable

Disciplined application of configuration management used

A rigorous system boundary was defined

Disciplined methodologies for complex systems used

Problem solving incorporated understanding of the system within the bigger
environment (customer’s customer)

The systems engineering process transforms an operational need into a system or several
system-of-systems elements. Architectural elements of the system are allocated and translated into
detailed design requirements by the systems engineering process. The systems engineering
process, from the identification of the need to the development and utilization of the product,
must continuously integrate and balance the requirements, cost, and schedule to provide an
operationally effective system throughout its life cycle. Systems engineering case studies
highlight the various interfaces and communications to achieve this balance, which include:

e The program manager/systems engineering interface is essential between the operational
user and developer (acquirer) to translate the needs into performance requirements for
the system and subsystems.

e The government/contractor interface is essential for the practice of systems engineering
to translate and allocate the performance requirements into detailed requirements.

e The developer (acquirer)/user interface within the project is essential for the systems
engineering practice of integration and balance.

The systems engineering process must manage risk, both known and unknown, as well as
both internal and external. Risk management will specifically capture and access risk factors and
their impact, for example, uncontrollable influences such as actions of Congress, changes in fund-
ing, new instructions/policies, changing stakeholders, changing user requirements, or changing
contractor and government staffing levels. Case studies can clearly illustrate how risk manage-
ment is executed during actual programs.

Lastly, the systems engineering process must respond to “Mega Trends” in the systems
engineering discipline itself, as the nature of systems engineering and related practices do vary
with time. Case studies can suggest new systems engineering process ideas and, on the other
hand, serve as reminders of the systems engineering essentials needed to ensure program success.

1.1.3 Framework for Analysis

The systems engineering case studies published by AFIT employ the Friedman-Sage
framework and matrix as the baseline assessment tool to evaluate the conduct of the systems
engineering process for the topic program. The framework and the derived matrix can play an
important role in developing case studies in systems engineering and systems management,
especially case studies that involve systems acquisition. The Friedman-Sage framework is a
nine-row by three-column matrix shown in Table 1-1.

12



Table 1-1. A Framework of Key Systems Engineering Concepts and Responsibilities
Concept Domain Responsibility Domain

1. Contractor 2. Shared 3. Government

Responsibility | Responsibility | Responsibility

Requirements Definition and Management
Systems Architecture and Conceptual Design
System and Subsystem Detailed Design and
Implementation

Systems Integration and Interface

Validation and Verification

Deployment and Post Deployment

Life Cycle Support

Risk Assessment and Management

System and Program Management

o|w|»

~|z|o|n|m|o

Six of the nine concept domain areas in Table 1-1 represent phases in the systems engineering
lifecycle:
A. Requirements Definition and Management
B. Systems Architecture and Conceptual Design
C. Detailed System and Subsystem Design and Implementation
D. Systems Integration and Interface
E. Validation and Verification
F. Deployment and Post-Deployment
Three of the nine concept areas represent necessary process and systems management support:
G. Life Cycle Support
H. Risk Assessment and Management
I. System and Program Management

While other concepts could have been identified, the Friedman-Sage framework suggests
these nine are the most relevant to systems engineering, in that they cover the essential life cycle
processes in the systems engineering acquisition and the systems management support in the
conduct of the process. Most other areas that are identified during the development of the matrix
appear to be subsets of one of these. The three columns of this two-dimensional framework
represent the responsibilities and perspectives of government and contractor, and the shared
responsibilities between the government and the contractor. In teaching systems engineering in
DoD, there has previously been little distinction between the duties and responsibilities of the
government and industry activities. While the government has the responsibility in all nine
concept domains, its primary objective is establishing mission requirements.

1.2 GPS Friedman-Sage Matrix

The Friedman-Sage matrix is used herein retrospectively, as an assessment tool for the
systems engineering process for the GPS program. The authors selection of learning principles
is reflected in the Part 1 Executive Summary of this case.
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2. SYSTEM DESCRIPTION

2.1 Mission

The Global Positioning System (GPS) is a satellite-based radio navigation system. It
provides suitably equipped users the capability to precisely determine three-dimensional position
and velocity and time information on a global basis (Ref. 12). The capability was developed to
provide the United States and DoD with worldwide navigation, position, and timing capabilities
to support military operations by enhancing ground, sea, and air warfighting efficiencies. How-
ever, by presidential directive, it was officially made available to the civilian community in
1983.1 GPS also provides the capability to conduct time transfer for synchronization purposes
through the use of precise time standards. GPS supports a secondary mission to provide a highly
survivable military capability to detect, locate, and report nuclear detonations in the Earth’s
atmosphere and in near-Earth space in real time.

2.2 Features

“GPS is a highly accurate, passive, all-weather 24-hour, worldwide navigational system
(Ref. 23).” Each GPS satellite continuously transmits precise ranging signals at two L-band fre-
quencies: L1 and L2, where L1 = 1575.42 MHz and L2 = 1227.6 MHz. Trilateration is the
method of determining the relative positions of the user.

GPS provides Nuclear Detonation Detection System (NDS) capability. With NDS on-
board the satellites, the system can detect nuclear detonation (NUDEC) on or above the surface.

2.3 System Design

GPS consists of three major segments: the Space Vehicle (SV), the User Equipment (UE),
and the Control Station (CS).

2.3.1 Space Vehicle

The space vehicle segment consists of a system of 24 space-based satellites, of which
three are spares (see Figure 2-1 for satellite constellation). The Block Il satellites are configured
in a constellation of six equally spaced orbital planes, inclined at 55 degrees and with four
satellites in each plane. The spares are deployed in every other orbital plane. The satellite
orbital radius is 26,561.7 km. Each satellite has a 12-hour orbit. Precise time is provided by a
redundant system of rubidium and/or cesium atomic clocks on-board the SV.

Each satellite is capable of continuously transmitting L1 and L2 signals for navigation
and timing, and L3 signal for nuclear detonation data (see Section 2.3.4 for further details). It is
also capable of receiving commands and data from the master control station, and data from
remote antennas via S-band transmissions.

! GPS was always available to the civilian community. The GPS JPO worked to make the civilian community a part
of GPS before the directive was issued. User charges were in effect for a very short period. President Reagan’s
directive for free commercial use of GPS after the Korean aircraft was shot down culminated several ongoing efforts
to eliminate the charge and make GPS free to the civilian community [25, Scheerer].
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Figure 2-1. 24-Spaced-Based Satellite Constellation (Ref. 46)

The satellites transmit timing and navigational data on the two L-band frequencies, L1
and L2. Three pseudo-random noise (PRN) ranging codes are in use:

 The course/acquisition (C/A)-code has a 1.023 MHz chip rate, a period of 1 millisecond
(ms), and is used primarily to acquire the P-code. Each satellite has a unique (C/A)-
code. Literature also uses the term “clear/acquisition” for C/A. Both appear acceptable.

e The precision (P)-code has a 10.23 MHz chipping rate, a period of days, and is the
principal navigation ranging military code.

e The (Y)-code is used in place of the (P)-code whenever the anti-spoofing (A-S) mode
of operation is activated. Contrary to the (C/A)-code, each satellite has the same (P)-
code, which is almost a year long, but each satellite is assigned a unique (P)-code that
is reset every seven days. In this mode, the (P)- and (Y)-code functionality is often
referred to the P(Y)-code. Modulated on the above codes is the 50 bps data stream. P-
and P(Y)-code are for military use only.

The C/A-code is available on the L1 frequency only; however, future satellite constel-
lations will carry added signals, including a (C/A)-code on L2 and the P-code on both L1 and L2.
The various satellites all transmit on the same frequencies, L1 and L2, but with individual (C/A)-
code assignments. The (C/A)-code is available to all civilian users.

Due to the spread spectrum characteristic of the signals, the system provides a large mar-
gin of resistance to interference. Each satellite transmits a navigation message containing its
orbital elements, clock behavior, system time, and status messages. In addition, an almanac is
also provided, which gives the approximate data for each active satellite. This allows the user set
to find all satellites once the first has been acquired.

There are four sets of satellite efforts discussed in this report: The Navigational Tech-
nology Satellites (NTS) launched in Phase | during concept validation phase (Figure 2.2), the
Block I development satellites (Figure 2-3), the Block I1/I1A production satellites (Figure 2.4),
and the Block IIR (Figure 2-5). The Block IIF replacement satellites (Figure 2.6) photograph is
provided for additional information.
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Figure 2-2. Navigational Technology Satellite (Ref. 23)

Provided by Hugo Fruehauf

Provided by Hugo Fruehauf

Figure 2-4. Block I1A GPS Satellite
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¢ 1IF

e e e

N RO L3 i !

B

Provided by Hugo Fruehauf

o

LSy

Figure 2-6. Block IIF GPS Satellite

2.3.2 User Equipment

In general, the user equipment (receiver) compares the time a signal was transmitted by a
satellite with the time it was received. The time difference, along with the location of the
satellites, allows the receiver to determine the user location. Signals from a minimum of four
different satellites are required to determine a three-dimensional position. The user equipment
(receiver) generally consists of an antenna assembly, receiver, data processor, control/display unit,
power supply, and interface unit. There are numerous applications represented by user equip-
ment, including those shown in Figures 2.7 and 2.8.

Figure 2-7. Rockwell Collins Precision Lightweight GPS Receiver (PLGR) (left) and Defense
Advanced GPS Receiver (DAGR) (right) a later version of the PLGR (Ref. 48, 45)
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Figure 2-8. Magellan Marine Receiver (Ref. 46)

2.3.3 Control Segment

The control segment commands, uploads system and control data to, monitors the health
of, and tracks the space vehicle to validate ephemeris data. The control segment consists of a
Master Control Station (MCS) located at Colorado Springs (Schriever AFB); five remote moni-
tor stations which are located in Hawaii, Ascension Island, Diego Garcia, Kwajalein, and Colo-
rado Springs; three ground antennas which are located at Ascension Island, Diego Garcia, and
Kwajalein; and a Pre-Launch Compatibility Station, which can also function as a ground antenna,
located at Cape Canaveral AFS. Figure 3-9 illustrates the elements of the control segment (CS).

The remote monitor stations track each GPS satellite in orbit, monitor the SV’s naviga-
tional signals and health information, and simultaneously relay this information to the MCS.
Each monitor station has the ability to track up to 11 satellites at once on L1 and L2 signals.

The ground antennas have the capability to upload time corrections and navigation data
to the satellites (one at a time per ground antenna) via S-band transmissions. The ground anten-
nas also command the satellites and receive satellite telemetry data.

The ground equipment for receipt of precise time data from a satellite for the US Naval
Observatory (USNO) is located in the Washington DC area. There is a backup precise time moni-
toring facility at Schriever AFB [31, Winkler]. USNO monitors the time transfer performance
and provides data to the MCS on GPS time relative to USNO Coordinated Universal Time
(UTC). The MCS is responsible for providing offset information to ensure that the GPS time can
be maintained within a specified accuracy to UTC when the offset corrections are applied. Note
that the SV atomic clocks require periodic updates, as the clocks are only relatively stable.

The ground equipment for receipt of the nuclear detection data via L3 was not the re-
sponsibility of the GPS Joint Program Office. The GPS control segment was responsible for
maintaining the required environment for the Integrated Operational Nuclear Detonation
(NUDET) Detection Systems (IONDS) and the Nuclear Detection System (NDS) sensor.
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Figure 2-9. Control Segment (Ref. 42)

2.3.4 Nuclear Detection System (NDS)

A satellite detecting a NUDET processes the data and crosslinks it to other satellites via
Ultra-High Frequency (UHF). All SVs with NUDET data transmit to the NDS User Segment via
a specific L3 frequency. The satellites also transmit NUDET data over the Space-Ground Link
Subsystem (SGLS) operating on S-band. Figure 2-10 depicts the NDS system segments.

\
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Facility Stations,

Control Segment
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Figure 2-10. NDS System Segments (Ref. 49)

2.3.5 “NAVSTAR/GPS”

Dr. Brad Parkinson (Col., ret.) relates the title Global Positioning System *...originated
with Major General Hank Stelling, who was the Director of Space for the U.S. Air Force DCS
Research and Development (RDS) in the early 1970s” (Ref. 6). The title NAVSTAR was suggested
by Mr. John Walsh, an Associate Director of Defense Development, Research and Engineering
(DDR&E) who made decisions with respect to the program budget. Within this report, the term
“Global Positioning System” or “GPS” will commonly be used.
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3. GPS PROGRAM EXECUTION

The GPS program traces it heritage from the early 1960s when Air Force Systems Com-
mand initiated satellite-based navigation systems analysis, conducted by Aerospace Corporation.
The case study follows the execution of the GPS program from the inception of the idea to the
Full Operational Capability (FOC) release, 27 Apr 1995. The discussion will cover the transition
from concept through development, production, and operational capability release. The concen-
tration of the case study is not limited to any particular period, and the learning principles come
from various times throughout the program’s schedule.

Table 3-1 shows the events and milestones key to the development of the concept, produc-
tion, and the eventual operational capability. This table will be the reference for keeping dates
and events in the proper chronological context. The term “Block” applies to certain phases of
the program. These will be discussed in greater detail later in the report. However, to provide
insight into the table, the following explanation is provided:

 Navigational Technology Satellites (NTS): Concept validation phase (also known as Phase 1)

» Block | Satellites, also known as Navigational Development Satellites (NDS): System Veri-
fication phase of GPS Block I in-orbit performance validation (also known as Phase 1)

 Block I1/11A Satellites: Production phase (also known as Phase I11)
 Block IIR Satellites: Replacement operational satellites

3.1 Early Programs

The GPS program evolved as a result of several navigation studies, technology demon-
strations, and operational capabilities. Some of the key efforts that helped establish potential
needs, and the technological feasibility to initiate the NAVSTAR/GPS, are briefly discussed to
provide an appreciation of those efforts and how they affected the systematic approach used by
the GPS Program.

Sea and air navigation needs during World War 11 resulted in two systems being devel-
oped: the United Kingdom GEE and the United States Long Range Navigation (LORAN) which
was developed from the GEE technology. These were the first navigational systems to use
multiple radio signals and measure the Doppler Effect (i.e., the difference in the arrival of
signals), as a means of determining position. After the Russian Sputnik I launch in 1957, there were
several efforts looking into space applications. Soon after the Sputnik I launch, Drs. Geier and
Weiffenbach at John Hopkins University Applied Research Laboratory (ARL) conducted a study
of the Sputnik space-generated signals. The study concluded that a complete set of orbit
parameters for a near-earth satellite could be inferred to useful accuracy from a single set of
Doppler shift data (single pass from horizon to horizon). Applying “the inverse problem”
(knowing the orbit), the ground location could be predicted. ARL was aware of the Navy’s need
to precisely determine the location of Polaris submarines as an initial condition for Polaris
launch. After discussions with the Navy, ARL submitted a proposal to the Navy in 1958 for the
TRANSIT Navigational System based upon the technical effort on orbit ephemeredes algorithms
they devolved. Out of this effort, the Polaris program provided initial sponsorship.
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Table 3-1. Major Events in Navigation and GPS Events/Milestones

Mar 1942 British GEE System became operational
1941 - 1943 | Long Range Navigation (LORAN) developed and operationally implemented
1957 Demgnstration of establishing satellite ephemeris through measurement of Doppler shift by
Applied Research Laboratory (Ref. 8)
igGAOprll First navigation satellite TRANSIT launched by the Navy
1963 Air Force Project 621B established
5 Dec 1963 First operational TRANSIT satellite launched
1964 TIMATION begins development under Roger Easton at the Naval Research Laboratory
1967 First TIMATION satellite launched by Navy
1967 TRANSIT fully operational
Navigation Satellite Executive Group (NAVSEG) established among three services
1968 L
within DoD
31 A DoD Directive listed and confirmed US Naval Observatory for establishing, coordinating,
ug 1971 R S
and maintaining time and time interval
Defense Navigation Satellite System Program (DNSSP) Management Directive signed
19 Jun 1972 A
(later evolved into GPS Program)
Defense System Acquisition and Review Board (DSARC) approval to proceed with the
13 Dec 1973
GPS program
8 Aug 1974 | Block I Satellite Contract Award to Rockwell International
Sep 1974 Block | User Equipments and Ground Station Contract Award to General Dynamics
14 3ul 1974 Navigational Technolo_g){ Satellite (NTS) I (a refurbished TIMATION II) satellite with first
atomic clock (two Rubidium Clocks) launched
June 1975 Contract Award to Texas Instruments for Manpack & Aircraft Receivers
22 Feb 1978 | First Block | Navigation Development Satellite (NDS) is launched
5Jun 1979 DSARC Il approval to proceed into Full Scale Development (FSD)
Fall 1979 Decision from the Pentagon to cut constellation from 24 to 18 due to DoD funding cutback
26 Apr 1980 :;iﬂitcﬁepds satellite to carry the Integrated Operational Nuclear Detection System (IONDS)
16 Sept 1983 | President Reagan directs GPS become available to civilian community at a no-charge basis
May 1983 Block |1 satellite contract award to Rockwell International
April 1985 First GPS user equipment production contract
Oct 1985 Seventh and last Block | satellite launched
28 Jan 1986 | Space Shuttle Challenger accident
Jun 1986 DSARC IlIA approved to proceed into production
14 Feb 1989 | First Block Il production satellite launched
21 Jun 1989 | Block IIR Satellite contract award to GE Astro Space division
26 Nov 1990 | Selective Availability activated per Federal Radio Navigation Plan
26 Nov 1990 | First Block 1A production satellite with Nuclear Detection Systems capability launched
8 Dec 1993 Secretary_of Defense declares NAV_STAR GPS Initial Operation Capability (I0C) with a
constellation of Block I/11/11A satellites
27 Apr 1995 | HQ Air Force Space Command declares GPS fully operational with Block 11/11A satellites
29 Mar 1996 | Presidential Policy on GPS — discontinue Selective Availability within a decade
31 Dec 1996 | Navy terminates TRANSIT operations
6 Nov 1997 | Last block I1A satellite launched
23 July 1997 | First successful Block IIR satellite launch
1 May 2000 | Selective Availability function discontinued
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The Advanced Research Projects Agency (ARPA) became the formal sponsor of the pro-
gram later in 1958, supported by the Navy’s Strategic System Program Office. Dr. Richard
Kirschner managed the APL program. The operational configuration was six satellites in polar
orbit at approximately 600 nautical miles. Satellite ephemeris was broadcasted, and the provided
navigational solution was two-dimensional. Additionally, the receiver had to know its own
altitude and correct for platform velocity. Consequently, this system was not suited for aircraft
applications. Navigational accuracy was approximately 100-meter Circular Error Probable
(CEP). Even though the system was designed for a two- to three-year life, some of the systems
attained up to 16 years of service. This system became available to the civilian community in
1967. “TRANSIT pioneered many areas of space technology, including stabilization systems,
advancing time and frequency standards, multiple spacecraft launchings, and the first electronic
memory computer in space” (Ref. 10). Near- and real-time orbit prediction, led by Messrs. Hill
and Anderle of the Naval Surface Weapons Center (NSWC), was a key technology that
TRANSIT matured that was valuable to the GPS [17, Parkinson].

Aerospace Corporation was conducting studies looking into military applications, most
being space-based concepts. One of these studies, Project 57, encompassed the use of satellites
for improving navigation for fast-moving vehicles in three dimensions. It was “in this study that
the concept for GPS was born” (Ref. 8). The Air Force encouraged Aerospace Corp. to continue
these studies stipulating that “...it had to be a true navigational system...unlimited number of
users...providing global coverage...sufficiently accurate to meet military needs...” (Ref. 8). This
project eventually became Air Force Project 621B established in 1963, which continued to
evolve the concept. A key systems engineering report, in annotated briefing form, was
constructed in 1963-1964 and is included in Appendix 5. This report summarizes the early GPS
concept for the orbits and the signal structure. The trade studies conducted by Aerospace at the
time showed a concept that provided a high-dynamic capability using two pseudorandom noise
signals would allow use by high-performance aircraft, as well as all the other vehicles requiring
navigation information. The signal could be detected by users at levels less than 1/100" of
ambient noise. This was accomplished using the spread spectrum concept, which was in its
infancy at the time. This technique rejected noise and, thereby, had some inherent anti-jam
capability. The concept relied on continuous measurement from the ground for signal
synchronization and included a system of “...four separate satellite constellations, each served
by an independent ground-control station, at least two of which would have to be located outside
of the United States, (and) was not acceptable from a survivability standpoint” (Ref. 24). Time
was transmitted from the ground to the satellites. The project successfully demonstrated satellite
ranging based upon pseudorandom noise signals. Testing was conducted at Holloman
AFB/White Sands Missile Range (WSMR) in early 1972 using simulated transmitters on the
desert floor and in balloons. Aircraft accuracy was demonstrated to be less than 5 m for position
and less than 0.3 m/sec for velocity. During this time, signal definition studies were being
conducted with Magnavox Research Lab and Philco-Ford Corp. Magnavox Hazeltine and
Aerospace Corporation provided significant efforts that led to the jam-resistant passive ranging
signal (CDMA Spread spectrum—Pseudo-random noise) [17, Parkinson].
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Roger Easton, Navy Research Laboratory (NRL), “formulated a concept in April 1964
for transmitted ranging signals along with primary CW signal, such that the distance to the target
satellite could be passively measured...” (Ref. 23). This concept led to the initiation of the
Navy’s TIMATION program and “...under the direction of Roger Easton, (the project) concen-
trated on developing an improved quartz frequency standard for satellites and determining the
most effective satellite constellation for providing worldwide coverage” (Ref. 23). The concept
proposed was to advance the development of high-stability clocks, time transfer capability and
three-dimensional navigation, and to determine the most effective satellite configuration for
global coverage. Side-tone range signals were transmitted from the satellite and space-borne
clocks would be updated by a master clock on the ground. TIMATION utilized clocks on-board
the satellite that were derived from stable crystal oscillators (Ref. 23). The baseline signal struc-
ture would require different frequencies when multiple satellites were transmitting. The two
TIMATION satellites launched under this program were at a 500 nautical mile polar orbit. These
initial satellites validated the feasibility of time transfer from the satellite at several worldwide
locations.

In order to minimize updates required to space-borne atomic clocks, NRL pursued a
change to the international time standard. “Since the satellite navigation was going to be an
expected major and critical user of Precise Time, the NRL (Roger Easton)...urged USNO (Dr.
Winkler) to work for a change in the timekeeping adjustment procedures. This was
accomplished due in part to several other initiatives including Dr Winkler’s...with adoption of
the new Coordinated Universal Time (UTC) system by the responsible coordinating international
bodies, the CCIR (Comité Consultatif International des Radio Communications), the 1TU
(International Telecommunications Union), the IAU (International Astronomical Union), and the
CIPM (International Conference for Weights and Measures)... effective 1970. The new UTC
system with very infrequent leap seconds and a fixed frequency avoided (important particularly
for space applications) the small frequency adjustments used then to keep the Atomic clock time
(UTC) in close agreement (<0.9s) with earth time (UT1)” (Ref. 34).

Deputy Secretary Packard?issued DoD Directive 5160.51 on 31 August 1971, re-
emphasizing the designation of the USNO as the responsible agency for ensuring “uniformity in
precise time and time interval operations including measurements...” and “...for establishment
of overall DoD requirements for time and time interval” (Ref. 24).

The Army was also interested in satellite navigation systems. “The U.S. Army developed
the SECOR (Sequential Collation of Range) system and the first SECOR transponder was orbited
on ANNA-1B in 1962. The SECOR system continued in use through 1970. The system
operated on the principle that an electromagnetic wave propagated through space undergoes a
phase shift proportional to the distance traveled. A ground station transmitted a phase-modulated
signal, which was received by the satellite-borne transponder and returned to the ground. The
phase shift experienced by the signal during the round trip from ground to satellite and back to
ground was measured electronically at the ground station, which provided as its output a
digitized representation of range” (Ref. 25). Thirteen satellites were launched between 1964 and
1969.

% Honorable David Packard was Deputy Secretary of Defense from 1969 to 1971.
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In 1968, the Joint Chief of Staff (JCS) directed an effort to develop concepts of a three-
dimensional, global, continuous navigational system. This effort resulted in the establishment of
the Navigation Satellite Executive Steering Group (NAVSEG) [1, Beard]. It was *...chartered to
determine the feasibility and the practicality of a space-based navigation system for improving
military navigation and positioning” (Ref. 26). NAVSEG contracted a number of studies to fine
tune the basic navigation concepts. These included choice of frequency (L-band vs. C-band), design
of signal structure, atomic clock development, and selection of satellite concept configuration.
They also managed concept debates in which ARL pushed for expanded TRANSIT, NRL for
expanded TIMATION, and the Air Force pushed for synchronous orbits with pseudorandom
noise signals (Ref. 27). The Naval Weapons Lab-Dahlgren (now the Naval Surface Weapons
Center-Dahlgren) conducted significant studies in tracking and orbit predictions. All the major
navigational studies sponsored by the NAVSEG from 1968 through 1972 were classified. The
original concept plan, which was later modified with the establishment of a joint program office,
was to have a demonstration of each proposed navigational concept being developed by the
services to evaluate their capabilities. [1, Beard].

No defined operational need among the services drove the development of a space-based
navigation system to improve air, land, or sea navigation and position accuracy, other than the
Navy’s requirement. Recall this requirement was for precise location of their nuclear submarines
used for missile launch that was being fulfilled by the TRANSIT system. The TRANSIT,
originally intended for submarines, was beginning to be used by commercial marine navigators.
Each service was individually exploring technology efforts for navigational improvements with
space-based satellite concepts.

In May 1972, the Secretary of the Air Force endorsed a draft Concept Development Paper
to the Director, Defense Research and Engineering (DDR&E). The paper described an “opera-
tional feasibility demonstration program using a constellation of repeater satellites” (Ref. 12).
Decisions had previously been made that a joint test program would be conducted using a
pseudo-random noise generator developed under Air Force funding onboard the TIMATION 111
satellite to be launched in late 1973, actually launched in 1974 as Navigation Technology Satel-
lite (NTS) I.

A Program Management Directive (PMD) for a Satellite System for Precise Navigation
was issued by HQ USAF Deputy Director of Space, DCS/Research and Development on 19 July
1972. The purpose of the PMD was for Air Force Systems Command (AFSC) “...to define and
configure a satellite-based positioning system...(to) provide suitably equipped users the capability to
determine three dimensional position and velocity, and time information on a global basis” (Ref. 12).
The PMD also directed an initial demonstration of the operational feasibility of a global posi-
tioning system with the intent to verify the system technical concepts such as accuracy, availability,
signal structure, and satellite tracking. A six-year (FY73-78), $148M projected program was identi-
fied in the PMD. Magnavox Research Laboratories and Philco-Ford Corporation were already
conducting studies on signal structure candidates and TRW was investigating user equipment
receiver configurations, requirements, and costs based upon previous HQ USAF direction.
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3.2 Establishment of a Joint Program

Deputy Secretary of Defense Packard was concerned about the proliferation of programs
being individually pursued by the services within DoD. He advocated joint efforts where similar or
parallel efforts were being addressed among the services. He took action to combine service
activities with a lead service being designated to reduce development, production, and logistics
costs. There was a proliferation of navigation systems by the individual services and the
individual weapons systems with unique navigation systems. The practically independent effort of
the three services to develop and enhance spaced-based navigation systems became an excellent
candidate for a joint program. DoD directed that the spaced-based navigation efforts by the three
services would become a joint program. The Air Force was directed to be the lead with multi-
service participation. The Joint Program Office (JPO) was to be located at the Space and Missile
System Organization (SAMSO) at Los Angeles Air Station.®

Col. Brad Parkinson was designated the program director. The JPO was manned with a
Deputy Program Managers from the Air Force, the Army, the Navy, Defense Mapping Agency,
the Marine Corps, and the Coast Guard. Col. Parkinson added a strong base of technical experts
in the appropriate functions for space, navigation systems, Kalman Filters, signal structure, signal
generation, electronics, and testing. Aerospace Corporation continued to provide valuable
technical and systems engineering analysis to the JPO as it had during Project 621B. Eventually,
there would be representatives from Strategic Air Command (SAC), NATO, and other
international organizations in the JPO.

Soon after the establishment of the JPO, the first major task was to obtain approval for the
program. The JPO structured a program that closely resembled the Air Force 621B system. This
program was presented to the Defense System Acquisition and Review Council (DSARC) in late
August 1973 to gain approval to proceed into the concept/validation phase. “Dr. Malcolm Currie,
then head of DDR&E”, expressed strong support for the idea of a new satellite-based navigation
system, but requested that the concept be broadened to embrace the views and requirements of
all services” (Ref. 12). DoD viewed the viability of the program based upon two overriding issues:

1. Should a universal, precise positioning and navigation system be initiated? This question
reduces down to two sub-questions: Will a universal system permit a significant reduction in
the total DoD cost for positioning and navigation?  Will military effectiveness be
significantly increased by a universal system?

2. What is the best program orientation and pace for achieving the desired capability?

A universal navigation system could replace a significant portion of the current and planned
navigation and positioning equipment such as LORAN, TRANSIT, VOR, OMEGA, DOPPLER,
RADAR, range instrumentation, geodetic equipment, LRPDS, and ILS Approval. The Office of
Secretary of Defense (OSD) estimated that cumulative expenditure of funds from 1973 to the
mid-1980s for operations and maintenance of these facilities ranged from $7.5 B to $12.5 B.
However, approval for the program to proceed was not obtained and the near-term task ahead
was clearly defined to develop a joint technical program.

® This decision was most likely based upon the Air Force having been identified by DoD in the past as the lead
service in operational space systems.
* Dr. Malcolm Currie was Director DDR&E from 1973 to 1977.
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Col. Parkinson assembled approximately 12 JPO members at the Pentagon over the 1973
Labor Day weekend and tasked the team to develop a program that would utilize the best of all
services’ concepts and technologies. The technology up to that time frame had advanced: 1)
space system reliability through the TRANSIT program; 2) the stability of atomic clocks and
quartz crystal oscillator through NRL efforts and the TIMATION program; 3) the precise
ephemeris tracking and algorithms prediction from APL/NRL/TIMATION, Project 621B, and
the Navy Surface Weapons Center; 4) the spread spectrum signal structure primarily from
Project 621B; and 5) the large-scale integrated circuits in a general industry-wide effort.
Reliability of satellites and large-scale integrated circuits had been proven. The resultant pro-
gram was a synthesis of the best from each service’s programs. This culminated in formulating
an integrated program that assessed the viability of mixing these new and emerging technologies.
As Dr. Parkinson said, “Rarely, however, have so many seemingly unrelated technical advances
occurred almost simultaneously that would permit a complex system like GPS to become a
reality” (Ref. 22)? The revised program went through a series of briefings to key decision
makers prior to reconvening the DSARC I. The DSARC | was held on 13 Dec 1973 and
approval was granted to proceed with the program into a concept development phase. The
funding line of $148M for the new program was established, allowing NRL to continue with the
TIMATION work, especially to develop and mature the atomic clock. The 621B funding line
disappeared. It is interesting to note the relative accuracy with which the Aerospace Corporation
study assessed cost for similar types of technology implementation. Chart No. 75 in Appendix 5
shows a $111M prediction in FY64 dollars for the early concept, compared with $148M in 1973
for the integrated service approach.

At this time, there was neither operating command support nor any operational mission
need nor Concept of Operations, and no advocacy for this effort. Additionally, there was some
negative feedback from operational commands that preferred funding to be spent on weapon
systems [17, Parkinson; 11, Green]. DoD began taking on the role of customer/user. They were
also becoming the advocates for the program — especially the Director of DDR&E, Dr. Malcolm
Currie — and were shaping the approach to the effort, including approval and control of
performance requirements, and ensuring that the services were providing support in terms of
funding [5, Currie].

The expected performance of the GPS was delineated in the approved Concept Devel-
opment Plan signed by the Deputy Secretary of Defense, 11 May 1974, as shown in Table 3-2.

Table 3-2. Expected GPS Performance (Ref. 13)

Characteristic Performance
Accuracy (relative and repeatable) 5-20m (1 sigma)
Accuracy (predictable) 15-30m (1 sigma)
Dimensions 3-D + time, 3-D velocity
Time to acquire a fix Real Time (for stated accuracies)
Fix Availability Continuous
Coverage Global

In addition to this performance, the system was to have the following additional charac-
teristics (Ref. 13):
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1. Passive operations for all users

2. Be deniable to enemy

3. No saturation limit

4. Resistance to countermeasures, nuclear radiation and natural phenomenon
5. Common coordinate reference

6. Available for common use by all services and allies

7. Accuracy not degraded by changes in user altitudes

The program consisted of a three-phase approach:
Phase | — Concept/Validation
Phase Il — Full-Scale Engineering Development
Phase 111 — Production

The program estimated a limited Initial Operational Capability (10C) could be obtained
in 1981 and a Full Operational Capability (FOC) in 1984. The program was baselined against
those scheduled events.

The completion of each phase would require DSARC approval before proceeding into the
next phase, which was typical of all major DoD programs. The overall program planned initial
schedule is in shown Figure 3-1. The basic tenet of this schedule, the three-phase approach, re-
mained constant through the program. The specifics would change due to funding issues, tech-
nical issues, and other extraneous events that would impact the program. These specific issues
will be addressed throughout this report.
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Figure 3-1. Program Schedule (Ref. 13)°

® The “2x2”, “3x3”, and “3x8” are the planned constellation configurations where the first number is the number of
planes and the second number is the number of SVs per plane. Only two of the three NTS SVs would be launched
in the first phase of the program.

27



The unique needs of the program efforts and the systems engineering process varied
during the three phases. In all phases, the JPO provided the leadership and focus of the effort
and maintained the overall control and management of the systems requirements. The contractor
teams and government team worked in close collaboration and mutual support to achieve the
initial vision of “five bombs in the same hole” at a reasonable cost.

3.3 Concept/Validation Phase (Phase I)

3.3.1 Objectives

The objectives of the concept/validation phase were to prove the validity of integrating
the selected technologies, define system-level requirements and architecture, initiate user equip-
ment development, and demonstrate operational utility. The tenets of the systems engineering
process would play a key role meeting the specific two objectives.

The first objective was to determine preferred UE designs and validate life cycle cost models in
the design-to-cost process. Six classes of UE were to be considered (Table 3.3). The guidance
on the UE design was to incorporate a high degree of commonality among the classes through
the use of modular designs. Sufficient quantities of UE models were to be procured to support a
comprehensive Developmental Test and Evaluation (DT&E) (Ref. 13).

Table 3-3. Proposed Classes of User Equipment (Ref. 13)

A

B

C

D

E

F

High Accuracy**

High dynamics of
user

High immunity to

Medium accuracy*

High dynamic of
user

Medium immunity

Medium Accuracy

Medium dynamics
of user

Immunity to

High Accuracy

Low dynamics of
user

High immunity to

High Accuracy

Low dynamics of
user

High immunity to

Medium accuracy

Low dynamics
of user

Medium immunity

jamming to jamming unintentional EMI | jamming jamming to jamming
Low Cost
CANDIDATE MISSIONS
AIR FORCE ARMY ARMY ARMY ARMY NAVY
Strategic aircraft Helicopter Mission support Wheeled and track | Man backpack Submarine
vehicle
Photo USMC NAVY USMC
Reconnaissance Close air support Mission support NAVY Man backpack
Helicopter Surface vehicles Mine warfare
ASW aircraft
NAVY
Close air support AIR FORCE
Attack aircraft Airlift

AIR FORCE
Interdiction
Close air support

Search & Rescue
Mission support

Note: The above classes of User Equipment and Candidate missions will be refined during Phase |
** High accuracy better than 50 ft

* Medium accuracy 50-500 ft

+ Acceptable accuracy as determined by cost tradeoffs
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The second objective was to conduct limited demonstrations of operational utility. These
demonstrations were to focus on coordinated bombing, terminal navigation, landing
approaches, airborne refueling, Army land operations, special operational techniques for anti-
jamming margins, and system vulnerability. This objective would also investigate satellite
hardening, long-term stability of rubidium frequency standards, and provide navigation signals
compatible between technology and development satellites. Experiments would continue to
space qualify advanced frequency standards. Lastly, a prototype ground station would be
developed and tested.

3.3.2 Requirements

Some basic requirements were identified in the Concept Development Paper (Ref 13).
There was no Concept of Operations (CONOPS) or defined military need for this space-based
navigation system. Col. Parkinson believed that the JPO would be responsible for developing
initial CONOPS and military utilization through the technology and operational demonstration
and development effort. He established a vision of two “key performance requirements” for this
phase. The first was the capability to demonstrate “drop five bombs in the same hole.” This
“key parameter” embodied the integration of receivers on platforms and the capability to
transmit precise space-based navigation and timing data. A demonstration would provide hard
data to gain support for the military utility of the system. Accordingly, he needed to have the
appropriate operational people observe the demonstration and review the data in order to gain
their acknowledgement of the improved capability [17, Parkinson].

The second “key parameter” in his vision was the ability to build a receiver for less than
$10,000. This complemented the first key parameter in demonstrating the affordability of this
navigational improvement.

The Government foresaw the need to have the civilian community participate in the pro-
gram. The civilian community had resources to insert new technology and drive down the costs
in their competitive environment to the benefit of DoD and the JPO [25, Scheerer]. At this time,
no one foresaw how far the civilian community usage of the “in-the-clear” GPS capability would
drive down the military cost of the user equipment — down to the $1000-$1500 range for some
units. Some commercial GPS receivers can now be purchased for less than $100 [8, Fruehauf].
One additional benefit of civilian community involvement was the political support provided to
keep the program going [25, Scheerer].

In the early phases of GPS, the program is better viewed as a monolithic system with the
JPO controlling all parts: space, ground, and user. As the program progresses, control
dissipates. Commercial providers of the user equipment interject a strong influence. This
diffusion of control becomes more evident as the Federal Aviation Administration (FAA), Coast
Guard, and eventually the Galileo European Global Navigation System started providing
independent signaling elements. The JPO’s ability and means to effectively conduct systems
engineering dramatically changed as their control diffused. As is typical in a SoS environment,
the JPO’s role becomes more as an integrator/collaborator than a developer.

An important feature of systems engineering was the JPO view of top-level requirements.
Requirements were “negotiable”, i.e. tradable, which was a significant benefit that allowed the
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evolution and development of the program as knowledge and technology advanced with time.
The philosophy was to understand the risk to change versus the risk to stay on the same course.
The corollary to this premise was to maximize the number of negotiable requirements. Finally, it
was important to communicate requirements to customers (operational users and DoD). This
program’s systems engineering philosophy would allow appropriate trades to be conducted to
optimize the military utility/operational concept, cost, schedule, risk, and performance/design, as
well as gain necessary support of the user.

The Phase | System Specification defined the system error budget, the system-level
functional flow diagram and interfaces, constellation support in terms of control segment, upload
station performance characteristics, the classes of user equipment, the signal structure to be used,
and the required software standard. Since the GPS was “a system of systems™® not connected by
hardware, other system-level physical characteristic requirements — such as reliability and
maintainability, design and construction, human factors, logistics, as well as personnel and
training, were deferred to the system segment specifications. There was no system verification
section. For this phase, a fourth segment or element of the system was defined as the navigation
technology segment to address the NTS, the NRL telemetry, tracking and control segment, and
the PRN navigation assembly. Figure 3-2 defines the Phase I system interfaces.
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Figure 3-2. System Interfaces (Ref. 28)

The development of the SV performance requirements was a rigorous joint development
effort with the JPO and the bidders prior to the Request for Proposal (RFP) being released. “The
Air Force...clearly spelled out the requirements for the satellite. The requirements did not change
during the Phase | program which allowed the team to build and test hardware and not constantly
change it,” said Dick Schwartz, Rockwell Block | Program Manager. Rockwell took the detailed

® There are various definitions of “System of Systems”. In this report, the authors determined that the GPS was a Sys-
tem of Systems for the following reason: There were three major system segments (SV, CS, UE) that were developed
by separate contracts and physically independent with only the interface of signals as the “string” that tied them to-
gether. Each segment was considered a system composed of various subsystems that were being developed to meet
the segment system performance. Each of the three “Systems’ combined to provide a system navigational capability.
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requirements for each SV subsystem and wrote detailed subcontractor specifications for fixed-
price subcontractor bids. The JPO added no additional requirements to this phase of the program.
From contract award to launch in 3% years, there were only two small configuration changes to
the satellite. The main focus was on building the configuration that was developed in the year
before the contract award [26, Schwartz].

3.3.3 Acquisition Strateqy

The JPO was organizationally set up with three major branches/groups with respect to the
segments of the system: space vehicle (SV), control segment (CS), and user equipment (UE).
The systems engineering group owned the system-level configuration and interface control
processes. Col. Parkinson determined that the JPO would be responsible for system integration
to the initial concern of Aerospace Corporation and contractors. Managing the interfaces and
retaining control of the system specification was an essential and critically important strategy for
Col. Parkinson and the JPO. He believed that, “Unless | was at the center of the systems
engineering involved here, I didn't think I could pull it off either, because the contractors quickly
close you out of the essential decisions here. Making the trades would be left to them on what-
ever motivation they had” (Ref. 21). He had difficulty convincing his own management, Gen.
Schultz at Space and Missile Systems Office (SAMSO), which eventually became Space
Division. Finally, he convinced him that the system was defined by signal structure in space and
not by physical interfaces [17, Parkinson].

The acquisition strategy was to issue separate contracts for each segment. The Develop-
ment Concept Paper scoped the approach to contracting: “Since the vast majority of the technol-
ogy for GPS is well in hand, fixed price multiple incentive contracts will be used where possible”
(Ref. 13). However, the initial UE development would be cost-plus-incentive fee contracts due
to the risk in the development of a low-cost, lightweight receiver.

The basic costing tenet from the services was that the Army and Navy funded unique UE
and service-peculiar testing, the Navy funded NTS and testing, and the Air Force funded NDS,
testing, and Air Force UE. The Air Force funded the CS and SV segments efforts.

There were six principal contractors for this phase which are shown in Table 3-4:

Table 3-4. Phase | Major Contractors (Ref. 4)

Contractor Responsibility
Rockwell International (RI) Development satellites
General Dynamics Control segment and direction to Magnavox
Magnavox User Equipment
Texas Instrument (TI) User Equipment (alternate source)
Stanford Telecommunications Inc. Signal Structure
Rockwell Collins (actually under contract User Equipment (Ge_neral Devel_opment Model (GDM)
. o\ sponsored by the Air Force Avionics Lab. GDM also
to Air Force Avionics Laboratory) . )
used to evaluate anti-jam system technigues)

Rockwell International, Seal Beach CA, was awarded a fixed-price incentive fee with an
Award Fee contract in Jun 1974 for four Block | satellites, one of which was the refurbished quali-
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fication model. The contract (FO4701-C-74-0527) was modified and additional satellites were
purchased for a total of eight satellites (see paragraph 3.3.7 for additional insight as to the need
for the additional satellites). In 1979, four replenishment satellites would be purchased under a
separate contract (F04701-C-79-0153). The last Block I satellite (SV) was converted to a Block
I qualification test vehicle under an engineering change proposal [21, Reaser].

In September 1974, the JPO awarded General Dynamics a contract to supply UE
receivers and develop the prototype ground control system. Additionally, this cost-plus-incentive
fee (CPIF) contract was to supply 40 models of seven different classes of receivers: bombers,
helicopters/fighters, transport aircraft, tanks/ships, manpack, submarines, and missiles.
Magnavox was the major subcontractor for the user equipment. Litton Industries Mellonics, and
Litton G&C Systems Division were major subcontractors providing supporting software for the
ground control segment and instrument test equipment. Texas Instruments was awarded a fixed-
price contract for development of a manpack receiver, computer equipment, and a pair of high-
performance aircraft receivers. Rockwell Collins was on contract to the Air Force Avionics
Laboratory to evaluate space-based navigational signals and the concept of high anti-jam
receivers via a General Development Model (GDM), shown in Figure 3-3.

Figuré 3-3. Rockwell Collins GDM (Ref. 47)

The DoD, realizing the strong potential for commercial application and foreseeing the
benefits of more competition, announced that those who developed receivers with their own funds
could have their system evaluated and certified by the JPO.

The contractors accomplished some unique systems engineering approaches. “As a
contractor (Rockwell International) we took those requirements and during the pre-proposal and
proposal phase...built hardware to demonstrate the critical spacecraft technologies. We were
able to include test data on real hardware in the proposal.” Rockwell built and tested hardware,
such as atomic clocks, navigation band high-power amplifiers, and antennas during the proposal
phase. “We had a complete design for the satellite backed up by test data that was submitted as
part of the proposal” [26, Schwartz].

The SV contract type was a fixed-price incentive with a 125% ceiling and an 80%/ 20%

share between the target and ceiling. The contract also included a $100K threshold change
clause (no changes under $100K) with a manpower provision for studies [11, Green]. The 125%
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ceiling provided a margin for problem resolution and the share line provided the motivation to
minimize cost. The Award Fee program evaluated management performance. “My view was
that the AF had excellent people and suggestions because they viewed the program from an
overall perspective, and the comments were constructive” [26, Schwartz].

There were also on-orbit incentives in the SV contract. These were daily incentives for
satellite performance in orbit where the navigation signal was measured at the CS Signal struc-
ture, and strength was measured from when the satellite rose 5 degrees above the horizon until it
set 5 degrees above the horizon [26, Schwartz].

Rockwell established a dedicated project organization with personnel co-located next to
the spacecraft assembly and test area. These technical personnel were handpicked by the GPS
program manager. An engineer managed each subsystem and was responsible for the subsystem
design, the interface with other systems, management of subcontractors, overseeing the
fabrication of parts, development of test procedures, and the conduct of testing [26, Schwartz].

Aerospace Corporation provided technical experience from all of the Air Force satellite
programs. Irv Rezpnick, the Senior Aerospace manager, provided support developing the SV test
programs, subcontractor reviews, and high reliability parts program [26, Schwartz].

3.3.4 Trade Studies

General Dynamics conducted a major set of trade early in Phase | (July 1974), to provide
recommendations on several key program decisions required in this phase (Ref. 19). These trade
studies are depicted in Table 3-5.

The trade studies below considered the impact on the next phases of the program. With
respect to the orbit portion of the study, the program baseline of 4-satellite constellations was
assessed. Paragraph 3.3.7 below discusses the need for spare satellites, which drove a change to
the configuration. These studies provided preliminary allocated baselines to the control segment
and the UE during this initial phase of the program. As concept validation testing continued and
the designs matured, final baseline allocation would be established as the program moved into
the next phase. The CS consisted of three main configuration items: the master control station,
the monitoring station, and the upload station.

Table 3-5. General Dynamics Phase | Trade Studies (Ref. 19)

Trade Study Selection

Resolve the method for uploading user-required data and verifying accuracy
after SV has received it. S-band uplink and L-band downlink, verified at SV
Satellite Orbit Resulted in a 2/2/0 configuration

Selection: Hawaii, VAFB, Elmendorf AFB & TBD; VAFB to be MCS and
Upload Station

Control Segment Computers Evaluation criteria established

Satellite Memory Loading

Monitor Station Sites

User Segment Computer Interim findings only...did not consider on Phases Il/111
User Cost/Performance Low fidelity study, some cost/performance data; no selection
Identified important features: user storage, satellite transmission & technique
User lonosphere Model
accuracy
User Ephemeris Model Kepler functional model, functional ephemeris

Ephemeris Determination
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In conjunction with Aerospace Corporation, the JPO conducted various analyses and trade
studies on operational constellation concepts that resulted in a baseline configuration of eight
satellites, each in three circular rings with 63-degree inclinations. Major considerations were the
global coverage, satellite replacement issues, and the location of the remote sites. Figure 3-4 was
the early planned constellation approach of constellation arrangement as the number of satellites
in orbit increased. The consensus was that a trade study should be conducted to determine a
higher SV orbit, as it would reduce the number of satellites required. However, the Atlas rocket
with stage vehicle that was developed could only support the 1000 Ib SV to the 12-hour orbit. It
turned out that this orbit configuration was adequate to support the testing at Yuma Proving
Grounds (YPG) with a limited constellation [11, Green]. As the program progressed, external
events would require the JPO and Aerospace Corporation to conduct a trade analysis of the
constellation configuration and modify the functional baseline.

Figure 3-4. Planned Constellation Development before 1974. Proof of Concept has 6 Block |
satellites in 2 planes. Build up to 24 Block |1 satellites in 3 planes (Ref. 18)

The PRN signal structure is the key enabling technology of GPS, resulting from extensive sys-
tems engineering analysis and trade studies dating back to the early Aerospace studies sponsored
by AFSC/SMC (Appendix 5). The whole structure of the system revolved around the ability to
communicate accurate navigation and timing data to each of the segments. Extensive signal and
communications message development trade studies that bridged from Project 621B to this phase
were conducted. The Project 621B study system employed signal modulation and used a repeated
digital sequence of random bits. The sequences of bits were simple to generate by using a shift
register, or by simply storing the entire bit sequence if the code was sufficiently short. The
sensing equipment detected the start phase of the repeater sequence and used this information to
determine the range to a satellite. The concept of PRN ranging was led by Aerospace Corpo-
ration and Magnavox. Dr. Charles Cahn was a signal analyst who, with Dr. Robert Gold, was
involved in the development of the signal architecture [28, Stansell]. The first receivers
developed for PRN ranging were Magnavox Hazeltine. The signal structure was defined by Drs.
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Nataly and Spilker. Maj. Mel Birnbaum and Dr. Van Dierendonk [17, Parkinson] led design of
the message structure and the systems engineering process.

3.3.5 Risk Mitigation

One of the key risks going into this phase was the ability to validate that the Atomic Fre-
quency Standards (AFSs), or clocks, performed in a space environment and provided precise
timing to the user equipment. The GPS concept was based upon a reliable, ultra-stable AFS.
The atomic clocks were one of the key technologies instrumental in making GPS a viable
system. This technology was developed as an offshoot of research on magnetic resonance to
measure natural frequencies of atoms that began in 1938 with Dr. Rabi at Columbia University.
The development of atomic clock technology over the years resulted in more-accurate and
smaller-packaged atomic clocks.

The atomic clocks in the GPS satellites were essential in providing GPS users accurate
position, velocity, and time determinations. They provided a precise standard time — the fourth
parameter. In addition to the three-dimensional coordinates of the SV, this allowed the user to
receive sets of four parameters from four satellites and solve the equations establishing a four-
dimensional location of the receiver (three spatial dimensions plus time). The clocks became
one of the key development items for the program.

As the GPS program was being established, plans were already in place to conduct test-
ing using the Navy TIMATION satellites with atomic clocks onboard and incorporating Project
621B code generators. The objectives of the NTS concept development tests were to validate the
behavior of accurate space-based clocks, the techniques for high-resolution satellite orbit predic-
tion, the dissemination of precise time data worldwide, and the signal propagation characteristics.
NRL led the contracting and supply of the NTS atomic clocks. Two commercial rubidium Rb
clocks purchased from Efratom Munich and a quartz crystal oscillator were flown on NTS-1.
The Rb clocks were modified by NRL for flight experiments to reduce expected thermal problems
in space. The NTS-1 had attitude determination problems that caused wide temperature swings,
which caused frequency swings in the clock and failure after about one year. Necessary
performance validation data were obtained before the failures. The Rb clocks were not space-
qualified.

Rockwell developed a PRN code generator and space-borne GPS computer that were
incorporated into NTS-2. Two more-robust, space-qualified Cesium atomic clocks built by
Frequency and Time System (FTS — now Symmetricom) were launched on NTS-2 [30, White].

The NTS effort was managed through a fourth segment of the GP system — the navigation-
technology segment — and focused on validating various technology concepts, especially the
space-borne atomic clocks. “The navigation-technology segment of the GPS provided initial
space-qualification tests of rubidium and cesium clocks. This segment also provided the original
test of the GPS signals from space, certification of the relativity theory, measurement of radiation
effects, longevity effects on solar cells, and initial orbital calculations...Precise time synchroni-
zation of remote worldwide ground clocks was obtained using both NTS-1 and NTS-2 satellites.
(During) May through September 1978 with a six-nation cooperative experiment,... (tests were)
performed to inter-compare time standards of major laboratories” (Ref. 1). The NTS SVs per-
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formed adequately for the prototype objectives intended and provided sufficient data to proceed
with the further development of improved atomic clocks. NTS command and telemetry links for
these tests came from many of the Navy ground systems during the TIMATION program.
NTS/TIMATION SV tracking and control was accomplished at NRL’s Blossom Point, MD
satellite control facility. NRL operated several NTS/TIMATION monitor sites to collect and
characterize the navigational signal. Elements and functions of the NTS-2 system, including
ground stations, are shown in Figure 3-5. An NTS SV is shown in Figure 3-6.
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Figure 3-5. NTS-2 Command and Telemetry Links (Ref. 1)

Figure 3-6. NTS-2 Satellite (Ref. 23)
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The other key risk addressed in this phase was the ability to validate the prototype
receivers being developed could precisely predict location using the navigational and time
signals being generated. The primary objective of this phase was to establish performance limits
of the UE under dynamic conditions in a severe environment. As Col. Parkinson stated, it was
“...a classical bureaucratic ‘Catch 22’: How could user equipment development be approved
when it wasn’t clear it would work with the satellites? How could the satellites be launched
without ensuring they would work with the user equipment?” (Ref. 18). Relying on experience
from the Project 621WSMR test program, the JPO devised a plan to use an array of four
surveyed ground-based transmitters (called pseudolites, derived from pseudo-satellites), which
would generate and transmit the satellite signal. The test program would be conducted with the
prototype and initial developmental UE to validate the signal compatibility with the receivers.
Azimuth and angular errors were a challenge that had to be considered in the test planning and
execution. The fidelity of the ground-based system would be enhanced as the Block | satellites
began to be launched. Pseudolites were used in conjunction with launched satellites until a
minimum of four satellites were available in orbit. The (YPG) was selected as the test site in lieu
of WSMR as a result of a trade study. This approach had the benefit of enhancing the Army
involvement as a stakeholder in the program. Magnavox Advanced Product Division was re-
sponsible for the development and fabrication of the pseudolites and a control station at the test site.

During the initial phases of testing, problems were encountered when the receiver display
would indicate an “anti-jam” threat due to the power levels being transmitted by the pseudolites.
A design and procedure change eliminated the deficiency [11, Green]. This test program was the
first to use a triple-triangulated laser to conduct precise measurements of aircraft location to verify
user location (aircraft) [16, Parkinson]. “The laser tracking system provided an accuracy of
about one meter. To simulate the much longer real distance between user equipment and the SV,
an extra code offset was used” (Ref. 16). Testing was conducted at YPG from March 1977 to
May 1979. Demonstrations began with user equipment installed on a C-141 cargo transport, F-
4] fighter, HH-1 helicopter, and Navy P-3 aircraft. Testing proceeded with manpack and other
user host vehicles. Some of the YPG test results with respect to the blind bombing tests with the
F-4) and X-set receivers, F-4J and C-141 rendezvous test and the manpack tests are shown in
Figure 3-7. As the testing progressed and three satellites were in orbit, on-board ship user
equipment was tested off the California coast. Eventually during this phase, over 775 mission tests
were conducted with various classes of test vehicles.
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Figure 3-7. Phase 1 YPG Test Results (Ref. 51)

Air Force Test and Evaluation Command (AFTEC, later to become AFOTEC) conducted
an independent evaluation and found no significant operational issues with the operational demon-
stration tests [17, Parkinson].

3.3.6 System Integration

The JPO decided to retain core systems engineering/system integration responsibility.
Col. Parkinson had a concern with the potential for proliferation of systems engineering groups
within an organization. He viewed systems engineering as a common-sense approach to creating
an atmosphere to synthesize solutions based upon a requirements process, and to ensure good
validation/verification of the design to meet those requirements’. He advocated using good
systems engineering principles to work issues as they arose [17, Parkinson].

The “major cornerstone of the program” from a program execution and system integra-
tion perspective were the interface controls. It was vital not only to this phase, but to the entire
program, that a strong systems engineering process be established. This ensured that technical
inputs and requirements, verification, conditions, and CONOPS of all the government, contractor
agencies, and international communities were considered in a timely manner, and a means of
communication among those agencies was established.

" Col. Parkinson did not mention though implied within reasonable cost and schedule.
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The integration role required contact with many government and industry entities. A
plethora of technical expertise organizations, test organizations, users, etc. required working
interfaces and integration. Figure 3-8 provides a view of the program interfaces required with
other agencies/contractors and indicates the complexity of the interfaces required.
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In this phase, a significant amount of fluidity among the design concept and agencies
involved further underscored the need for unimpeded communications. The program set up an
acquisition strategy that created separate contractual efforts for the three major segments: Space
Vehicle (SV), Control Segment (CS), and User Equipment (UE). A unique fall-out of this
delineation was no physical connection between the segments. All the segment interfaces within
the system were related to the transmitted signals. The system specification and the Type |
Interface Control Documents (ICDs) were written and controlled by the JPO. The system
specification was not contractually binding on any of the segment contracts. The segment
specifications and their companion ICDs written by the contractors were assessed by the JPO
System Group for compliance with the system specification. These specifications and the ICD
were generally written in cooperation with the JPO. Interfaces in the CS segment specifications
were sometimes “soft” with respect to interfaces with other GPS segments and systems. The
segment specifications were placed on contract for each of the segment contractors. This
situation emphasized the need for a robust interface control process.
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Figure 3-9 is the top-level specification tree for Block I, which includes the unique Block
I navigational technology system segment. Figure 3-10 is a Block II/11A flow chart, but provides
a good indication of the interfaces for the major system segments. The JPO Systems
Engineering Directorate was responsible for configuration management and accomplished the
administrative duties and coordination for the Configuration Control Board chaired by the

Program Director.
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In 1975, the JPO developed and approved the Interface Control Working Group (ICWG)
Charter that outlined the program interface process. This document was signed by the service
representative and the major segment contractors. The JPO had approval control over ICDs and
would chair/co-chair all ICWG meetings. A contractor was identified as the Interface Control
Coordinator (ICC) with administrative responsibilities in addition to the technical responsibilities
for their area. This approach was consistent with the JPO being the system integrator. Again,
this was an initial concern to Aerospace Corporation, who expected to have more of a system
integration role in the program and with the contractors [17, Parkinson].
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The charter described three levels of ICDs:
Type | — Interface with agencies outside the JPO; i.e. system-to-system
Type Il — Interfaces between the major segments of the system; e.g. SV -UE
Type 11 - Interfaces within the system segments; e.g. CS Cl “A” to CS CI “B”

The Charter also established a hierarchy to the interface decision process with the Interface
Control Steering Group overseeing the Interface Management Group, who oversaw the ICWG to
ensure a structured means of program issue resolution.

The JPO Systems Engineering Directorate was responsible for configuration management
of specifications, Level I ICDs, and system design configurations. The directorate accomplished
the administrative duties and coordination for the Configuration Control Board, chaired by the
Program Director.

Maj. Mel Birnbaum from the Systems Engineering Directorate was the focal point within
the JPO for the ICWG process during the early phases of the program. He was credited by his
peers at the JPO and on the contractor side as the key individual to making the system integration
work during Phases | and Il [25, Scheerer; 21, Reaser ; 8, Fruehauf; 16, Nakamura; 14,
Krishnamurti; 23, Robertson]. The technical support from Aerospace Corporation to the ICWG
process also contributed to the success. Their support in a system integration support role was
methodic and added technical value, complementing the JPO effort [25, Scheerer].

The ICWG process would not have worked with the JPO and Aerospace Corporation
alone — the contractors were an integral part of the process. Although initially reluctant to being
controlled by the ICWG, each contractor became very proactive in the process. Both the JPO
and the contractor program management provided an atmosphere of mission success that fed this
support. Host vehicles (user systems) and other pertinent agencies were always well represented
and active. Typically, ICWG meetings lasted two to three days and were very grueling according
to some participants. A typical ICWG agenda would consist of a review of the contractor’s latest
design, identifying interface issues/changes, and establishing action items that were logged and
tracked. The status of the segment designs defined the next phase meeting agenda. There were
examples of the contractors recognizing an evolving issue and, without direction, working
overnight to develop a solution by the beginning of the next day’s meeting [17, Parkinson].
Though the ICWGs were well structured, there was flexibility in the process. During this phase,
Rockwell Collins had a concern about the 50 Hz data message definitions in 1ICD-GPS-200
between the space segment and the user equipment. They called Maj. Birnbaum, identified the
issues, and presented the logical rationale for the need for the change. Four weeks later, the ICD
had been changed without further coordination. The JPO — as the integrator — made the change
unilaterally [14, Krishnamurti].
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The number of 1ICDs grew during the program. By 1979, per the ICWG Charter (YEN-
75-134), there were 19 major ICDs identified. These did not include all the Type Ill ICDs.
Eventually, the program managed over 200 Type I-Type Il ICDs [21, Reaser]. Figure 3-11
illustrates the breadth of some of the ICDs. The ICWG process was instrumental in making the

system work as an integrated whole.
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Figure 3-12, GPS Functional Flow Diagram, illustrates the interfaces with other elements
of the system besides the three major segments defined in the system specification. The other
interfaces identified included the rocket, launch, range support, and data processing
(computational support).

3.3.7 Systems Engineering

Although the systems engineering process in Phase | has been discussed
previously, this section will expand on the concepts. For example, one of the user equipment
contractors was technically competent, but lacked effective management. The JPO strongly
suggested that a systems engineering firm be hired to assist the contractor in managing program
and they agreed [17, Parkinson].

In order to conduct the later phase of testing at YPG with Block | SV being in the loop, a
prototype system had to be developed. This would consist of a ground control system with up-
load and satellite control, and an optimized SVs test constellation. The General Dynamics Control/
User Segment trade study (Ref. 19) had established a preferred approach, which the JPO followed.
An interim control system (ICS) was established at VVandenberg AFB (VAFB). The four remote
sites were selected based upon three recommended by the General Dynamics study: Hawaii,
Alaska, and VAFB - Guam was selected for the fourth site. The contract with General
Dynamics and Magnavox was a fixed-price contract per direction from HQ AFSC/CC, Gen.
Alton Slay. The program at this stage was still too fluid. Hardware was state-of-the-art and did
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not present issues. The major effort was in software for the modeling of ephemeris equations and
the atomic clocks, as well as maintaining reasonable program error margins/accuracy. Contractor-
government working relationships were strained as a result of the efforts required once on contract.
Eventually, communications improved and mutual trust was established [16, Nakamura]. There
were no typical user/operational input requirements to this phase of the control station
development. In this concept development phase, the JPO became the “user” for developing the
requirements for the support systems structure, the CS. The JPO utilized experience from the
Navy TIMATION launch and SV control systems, the WSMR ground testing, other Air Force
rocket programs, and the unique requirements of this program to develop the CS concept of
operations and the performance requirements.
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Figure 3-12. GPS Functional Flow Diagram (Ref. 28)

In conjunction with this support structure effort, the Systems and Space Segment groups had
to define a constellation that would maximize the test window over YPG. The General Dynamics
study had recommended a constellation of four satellites. The baseline program had contracted
with Rockwell for four Block | satellites, one of which was to be a refurbished qualification unit.
However, the analysis did not consider the failure mode of any one satellite in orbit, which would
create coverage and accuracy issues with respect to the YPG test plan. This had not been
considered as an issue when the initial program plan was developed. It soon became apparent,
after further analysis, that the minimum satellite requirement for testing was six in order to assure
acquisition of data to meet the objectives of this phase. The program needed spare satellites to
complement the four that Rockwell was on task to supply. This situation presented a cost and
schedule risk to the demonstration testing. The requirement for four SVs was reflected in the
budget established for the program during and soon after DSARC 1. It would be quite difficult to
request additional funding so soon after the baseline program was established. In the upfront
program formation, the systems engineering process had not adequately addressed the
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reliability/availability and logistics/support requirements in conjunction with the test mission,
concept of operations, and schedule for this concept development phase.

While the JPO was trying to solve the critical dilemma of insufficient number of satellites
to conduct a reasonable test program, the Navy TRANSIT program was submitting a request for
funding to provide an upgrade to track the Trident booster. The TRANSIT plan included use of a
PRN code similar to the GPS baseline signal. The JPO saw this as an opportunity to solve their
satellite dilemma. The Systems Engineering group investigated options to provide the TRANSIT
program their enhanced capability and the JPO funding for the needed additional satellites. The
JPO proposed an approach to have the JPO be responsible for providing TRANSIT capability.
The technical solution that the GPS program developed was to accomplish the mission using a
signal translator on a missile bus relay. “Dr. Bob Cooper of DDR&E requested a series of
reviews addressing whether GPS could fulfill the (TRANSIT) mission” (Ref. 15). After a series
of reviews, Dr. Cooper concurred with the JPO proposal and transferred $60M of Navy funds to
GPS, which would allow two additional satellites to be acquired and provide TRANSIT with
their enhanced capability.

The JPO, with assistance of Aerospace Corporation, conducted analyses and trade
studies. They determined that a constellation with satellites in two circular planes would allow the
six satellites to cluster over the western CONUS once per day. This would provide three-
dimensional coverage for one to three hours at the YPG. Each satellite was uploaded daily from
the ground stations just prior to being viewed over YPG.

The two major system accuracy requirements, time and position, were allocated to vari-
ous segments via error budgets. In the Precise Positioning Service (PPS) system, range error — a
measure of the error in range to each satellite as seen by the receiver — was allocated to the three
major segments. These allocations are depicted in Table 3-6.

Table 3-6. GPS PPS System Error Range Budget (Ref. 42)*

UERE Contribution
Segment Error Source (meters, 95%)
P-Code C/A Code
Frequency standard stability 6.5 6.5
Space D-band dellay variation. _ 1.0 1.0
Space vehicle acceleration uncertainty 2.0 2.0
Other 1.0 1.0
Control Ephemeris prediction and model implementation 8.2 8.2
Other 1.8 1.8
lonospheric delay compensation 4.5 9.8-19.6
Tropospheric delay compensation 3.9 3.9
User Receiver noise and reduction 2.9 2.9
Multipath 2.4 2.4
Other 1.0 1.0
Total (RSS) System UERE (meters, 95%) 13.0 15.7-23.1

“User Range Equivalent Error (UERE) is a measure of the error in range measurement to each satellite as
seen by the receiver. The portion allocated to the Space and Control Segments is called the User Range
Error (URE) and the portion allocated to the UE is called the UE Error (UEE). UERE is the root-sum-square
of the URE and UEE.
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The system time transfer error budget (in nanoseconds based upon 95% probability)
allocations are depicted in Table 3-7. Each of the major system segments was responsible for
meeting their allocated error budget requirements. These time and position allocations were not
only tracked by the Segment Group, but also by the Systems Group within the JPO.

Table 3-7. GPS Time Error Budget (Ref. 42)

Error Component Error (ns, 95%)

US Naval Observatory Measurement Component 137
Control Segment Measurement Component 59
GPS Time Predictability 92
Navigation Message Quantization 6
Satellite Orbit 22
Satellite Clock 63
Satellite Group Delay 12
Downlink and User Equipment 65

Total (RSS) Time Transfer Error Budget 199

3.3.8 DSARCIII

The programmatic culmination of Phase | was to provide evidence of meeting the objec-
tives of the phase and obtain approval from DSARC |1 to proceed to the next phase. Included were
full-scale engineering development, validated navigation signal compatibility, prototype ground
station, and preferred UE designs. AFTEC determined that there were no major operational
deficiencies that would prohibit continued development and testing. This phase had
demonstrated the capability of the atomic clocks to be a stable system in the space environment
and established cost estimates for the program. DSARC Il was held on 5 Jun 1979. The “DSARC
has expressed concern about system cost, notwithstanding the demonstrated performance and the
significant operational benefits which will accrue by its deployment...places the DSARC
approved program alternative at the Basic level and a delayed program of reduced
scope....thorough review to identify potential cost reductions (i.e. analysis of all requirements,
system specifications, testing contracting, etc.) but also restraint during the engineering
development phase to insure future development efforts are focused on essential modifications”
(Ref. 30). As a result of the DSCARC, the baseline IOC was revised to 1986.

3.4 System Development (Phase 11, Block 1)

3.4.1 Objectives

The objectives of Phase Il were to develop the SVs, complete Initial operational Test and
Evaluation (IOT&E) of user equipment, initiate production of low-cost mission-support UE, and
establish a two-dimensional limited operational capability. Rockwell International had been
placed on contract for the SV development and General Dynamics was on contract for the ICS.
Block | would not require implementation of selective availability or anti-spoofing
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requirements®. The requirement for a nuclear detection system as a secondary payload was to be
implemented. The launch vehicle for these SVs was the Atlas E/F.

3.4.2 Systems Engineering (JPO)

During this time frame, Col. Reynolds (JPO Director 1980 to 1983) determined that the
Systems Engineering Directorate should take on more of an integration role. He believed that too
many unresolved issues between the segments and/or systems were being raised to his level for
conflict resolution. He wanted the Systems Engineering Directorate to be mainly responsible for
the integration between the system segments. Their mission was changed to receive, debate, and
allocate requirements; arbitrate issues among the segments; maintain the system architecture,
which was fairly stable at this time; and continue to be responsible for the ICDs and system
specification [22, Reynolds]. They would also monitor systems engineering processes being
used by the segments. This Directorate was “...like an anti-body forcing Segments to make sure
they were doing good systems engineering. Otherwise, the Segment group feared that the Systems
Engineering Directorate would get involved in your program and possibly take over [21, Reaser].”
Col. Reynolds’ philosophy during this phase was “...don’t be elegant and don’t make everything
new, go with proven technology” [22, Reynolds].

Col. Reynolds also wanted to assure support from other communities (e.g. DMA, FAA,
USCG, and Cambridge Research Laboratory). This was a critical time in the program from a
budget standpoint, and to proactively advocate the program utility to potential customers within
DoD, international allies, and the commercial side. The Systems Engineering Directorate was
responsible for providing domain knowledge of interfaces to the potential customer’s
requirements. This was often accomplished on-site with demonstrations (with the manpack).

Col. Reynolds formed alliances with the communities that were neutral, or even
antagonistic, toward the program. The FAA was developing the microwave landing system and
GPS could be considered a threat to that program. The JPO worked with the FAA to provide
better insight into the capabilities and limitations of GPS. Cambridge Research Laboratory
favored the Inertial Navigational System (INS) and appeared antagonistic toward GPS. Col.
Reynolds hired Cambridge Research Laboratory to conduct a study of INS and GPS, resulting in
a more favorable attitude toward the program, in addition to the technical benefit of the study.

3.4.3 Interface Requirements

During the development of the Interim Control Segment (ICS), an interface issue arose
with respect to telephone communications with the remote sites. The timeframe of this issue was
soon after the split-up of Bell Systems (AT&T) in 1984, due to the court ruling with respect to
monopoly interests. The contractors and government did not foresee the problems with the small
telephone companies on the West Coast establishing unique requirements/procedures that impacted
the effort to try and establish communications links among the remote stations, master control,
and the test facility. Communications routes along the West Coast and over to YPG required
extensive workarounds and time-consuming solutions [20, Prouty].

8 Selective availability is the intentional degradation of the transmitted signal by a time-varying bias on the C/A code.
Anti-spoofing guards against fake transmissions by encrypting the P-code to form the Y-code.
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3.4.4 Budgetary Impacts to Functional Baseline

Funding became a major issue for the program in the late 1970s and early 1980s. The Air
Force, in general, was not supportive of the budget requests from the JPO. The DSARC Il had
recommended the continuance of the program at a reduced scope, as mentioned in Paragraph
3.3.8. Systems engineering would play a key role in reassessing the functional baseline. There
had been a 10% reduction ($500M) in program funding. The program was restructured, resulting
in a reduction in the number of Block Il SVs and a change in some performance requirements,
such as weight and power.

Senior Air Force staff questioned the ability of the system to survive threats and re-
quested that a study be conducted to identify those threats, threat countermeasures, and the cost of
those countermeasures. The Defense Intelligence Agency had no defined threat against the GPS.
The task was passed down to the Air Force and AFSC intelligence agencies before the JPO was
finally tasked and accepted to identify and assess potential threats. Systems engineering had been
continuously assessing threats to the system during the development effort. There was a
classified appendix to the system specification that detailed a threat environment that the JPO
had postulated, as there had not been any “official” defined threat. The UE contractors had to
meet this requirement, which was a tough set of requirements with respect to ground and
airborne jammers [25, Scheerer]. There was no consensus within the Air Force as to the threat
requirement and there was a genuine concern about the ability to jam the receiver. Eventually, an
“exaggerated” baseline threat scenario was established for the user equipment by which the foe
had a powerful jammer (100 KW) on 80-foot-high towers near the Forward Edge of the Battle
Area (FEBA) [25, Scheerer; 22, Reynolds]. The JPO set up and conducted testing to simulate
this condition based upon many assumptions and the scenario was successfully demonstrated.
However, there still was reluctance to fund the program. There was also a request to estimate the
cost of nuclear hardening the SV. The JPO estimated $850M for the development and production
costs [22, Reynolds].

From 1980 through 1982, funding for the program was essentially zeroed out by the Air
Force, which recommended cancellation of the program. The AF budget proposed sufficient
funds to maintain operation of six Block | satellites to enable the Navy to continue data gathering
and characterization of the Fleet Ballistic Missile (FBM) Improved Accuracy Program (IAP).
There were indicators within the JPO at the Control Segment Critical Design Review (CDR) and
at a major navigational symposium that the program was to be cancelled. Senate staffers asked
the JPO for cost estimates to shut down the program , even though they had not thought about
the cost to go to other alternatives. It appeared Air Staff would not support the program. The JPO
fostered dependencies such as embedding GPS navigation into the platforms mission — such as
the F-16 aircraft program and the Joint Tactical Information Distribution System (JTIDS) — that
would stimulate funding. After a briefing by Col. Reynolds, Secretary of Defense Harold Brown®
observed the global military need, the vested alliances established by the JPO, and future
potential users. He reinstated the funding, including the estimated funding for nuclear hardening.
Again, DoD acted in the user capacity and was influential in saving the program. Even with the
change in Presidential administrations, Secretary of Defense Casper Weinberger'® would
eventually continue to support the program [22, Reynolds].

° Honorable Harold Brown was Secretary of Defense from 21 Jan 1977 to 20 Jan 1981
1% Honorable Casper Weinberger was Secretary of Defense from 21 Jan 1981 to 23 Nov 8
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As a result of these budgetary exercises and funding cuts, one of the major program
impacts was to the system architecture. The number of Block Il satellites had to be reduced from
21 to 18. The JPO needed to determine the impact on global coverage, and what would be the
optimal SV configuration. Through the systems engineering process, SV constellation trade studies
to determine the minimum number of satellites were conducted primarily by the JPO and
Aerospace Corporation with inputs from Rockwell. The conclusion was an 18-satellite
constellation to provide continuous global coverage to primary areas of interest. After extensive
analysis, a 6-plane constellation with equal spacing within the plane and a 55-degree inclination
(limited by launch vehicle constraints) was selected. Note that the breakpoint between a 3-plane
and 6-plane constellation was 21 SVs. Below 21 SVs, the 6-plane was more advantageous. The
implementation of the presidential directive to launch all Air Force satellites from the space
shuttle (see Paragraph 3.5.4 for more detail) was an influencing factor in the selection of the
inclination. Since the SVs had to be man-rated with respect to the Space Shuttle, the launch site
was moved from VAFB to Cape Canaveral. Launching from Cape Canaveral could not support a
63-degree inclination and had to be reduced to a 55-degree inclination [25, Scheerer]. The three
spares would be inserted into every other plane, for a total of 21 satellites. The outage of any SV
could disrupt the service over one or more critical areas of the globe with this configuration, until
the replacement satellite was deployed [22, Reynolds; 25, Scheerer; 11, Green; 21, Reaser].

The Air Force decided in the late 1970s to remove the IONDs requirement from the GPS
program and transfer it to the Defense Satellite Program (DSP). The GPS program was seeking
strategic alliances to help with funding problems in this timeframe and saw an opportunity to “re-
claim” this capability. They proposed to Gen. Jacobson at the Pentagon that, if the nuclear detection
system requirement was returned to the GPS JPO, the nuclear detection capability could have a
worldwide edge with the GPS satellites. The request was approved with the transfer of NDS inte-
gration funding and the requirement was inserted into Block Il [20, Prouty]. The NDS requirement
had been changed from the initial IONDS, in that an electromagnetic pulse (EMP) sensor would
be required. The functional baseline was again adjusted to accommodate this new requirement.

3.4.5 Rockwell International Systems Engineering

The Rockwell International GPS Satellite Program Manager organized his workforce to
parallel the JPO organization so that there would be a counterpart in Rockwell for each JPO
responsibility. He believed that communications were extremely important and that there was a
need to know who to contact (both government and contractor) when there was an issue. Rockwell
organized their engineering staff into a classic project organization with a systems engineering
office, subsystems engineers, and Work Breakdown Structure (WBS) task team leaders reporting
directly to the chief program engineer. The Rockwell International Block I GPS Program
Organization chart is in Appendix 6. The two major ICDs were with the Control Segment and
User Equipment Segment. Internal ICDS (Type IlIs) were established, as required within the
subsystems. Requirements levied on Rockwell were top-level performance requirements such as
SV life, signal generation, error budget, and interface requirements [21, Reaser]. Design and
interface requirements drove system-level requirements in many cases, as there was no single
Using Command to establish them. Contractors conducted design studies to determine the best
way to implement decisions. Rockwell was focused on technical solutions that minimized cost
and schedule impact [8, Fruehauf].
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When the IONDS requirements were levied on Rockwell, a separate chief engineer
became responsible for the interface of IONDS and the SV; the development of the L3 signal
peculiar to IONDS data transmission; and the establishment of the ICD and MOA with the
Department of Energy (DOE), specifically Sandia National Laboratories and Los Alamos
Laboratory.

The Rockwell GPS Block | design and development team (Appendix 6) focused on sim-
plicity of design for easy manufacturing and addressing the functionality of the high-risk compo-
nents. These high-risk items were: (a) the atomic clocks; (b) the navigation payload; (c) the RF chain/
High Power Amplifier (HPA); and (d) the antenna. These components were designed, fabricated,
and tested prior to contract award to reduce risk and to demonstrate feasibility. Throughout the de-
sign and development process, the theme for the GPS team was “build what is designed during the
proposal phase.” This enhanced the subsequent success during the relatively short factory-to-
launch-pad schedule. The successful GPS satellite design was the result of several engineering
concepts:

1. Focus on designing the satellite around the most important and environmentally sensitive
component — the clocks, with all other considerations virtually secondary.

2. Simplicity of design that made the satellite highly reliable, more producible, cost effective,
and compatible (without constraints) for launch initially from Atlas-F ICBMs. This reduc-
tion in complexity extended to launch and on-orbit operations.

3. Trade studies and subsequent sub-system designs that contributed to the GPS satellite sim-
plicity and reliability included:

a. Utilized single degree of freedom solar array drives and yawing the spacecraft for the
needed second degree of solar array freedom.

b. Selected solid-state HPAs — versus less-expensive Travel Wave Tubes (TWT) — for long
life, reduced power consumption, and elimination of high-voltage power supplies.

c. No on-board computer running the navigation-operations functions.

d. Utilized passive thermal control system especially designed to accommodate the temperature-
sensitive clocks, again reducing power consumption.

e. Optimized spread spectrum ranging and data-stream signal structure to meet link require-
ments, while at the same time adhering to the constraints of the national and international
regulations concerning electromagnetic radiation (Note: The GPS receiving signal power
was approximately 1x10™*® watts — practically undetectable — and, therefore, would not
require licensing in foreign countries).

f. In response to a joint JPO and Rockwell concern about how to maximize coverage of a
single SV broadcast, developed the 12-helix phased array antenna (Al Love of Rockwell
International invented the unique antenna), shifting the usual excess radiated signal power
at the bore site to the 5-degree elevation angle. This reduced power consumption and
provided a more homogeneous radiation pattern to the earth’s surface from the SVs’ line of
sight.

g. Incorporated magnetic momentum dumping** of the active control system (ACS) reaction
wheels for longer spacecraft orbital life.

1 Magnetic Momentum Dumping (MMD) was developed for the program by the Astronautic Department at the US
Air Force Academy and first tried on Block | as an experiment. After the technology was proven, it was baselined
into the Block | Replenishment SVs and the Block Il SVs [21 Reaser]. MMD is the capability to generate sufficient
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The above efforts contributed to the reduction of solar panel surface area and to control the
weight allocated requirement.

For the GPS Block | build phase, among the many systems engineering management
concepts that contributed to cost and schedule efficiencies, was the purposeful violation of the
common taboo: “a prime contractor is advised not to be in series with the contract performance
of the subcontractors.” On the contrary, Rockwell placed itself in series in two areas: radiation
hardening design and the high-reliability space parts program.

The radiation-hardening requirement was a new technical challenge for most subcontractors.
Rockwell offered the subcontractors “zero-risk” radiation hardening design and technical expertise
via a 40-hour subcontractor bid of interface time with Dr. Norman Rudy from Rockwell’s Ballistic
Missile Division. Dr. Rudy reviewed designs in-progress, often on-site, and necessary changes
were accomplished up-front, thus reducing risk of meeting the radiation requirements. Often this
was accomplished in unique innovative system approaches. Beside minor box redesigns and use
of parts, they included needed circuit changes/additions, local parts or box shielding, and shadow
shielding from other hardware at the spacecraft level. One or more of these techniques was
applied, with Rockwell accepting the subcontractor’s product as compliant.

The high-reliability, space-qualified, S-Level (or S-equivalent) parts program was another
risk-free venture for the subcontractors on a voluntary basis. All but one of almost a dozen sub-
contractors participated in the parts pool. A qualified space parts list (QPL) was generated, with
subcontractors adding unique parts that required qualification. Total-requirement part lots were
purchased by Rockwell and S-equivalent screened when needed, qualified, and made available
for subcontractor draw-down. Using a NASA-qualified central screening house became a source
of huge cost and schedule savings. Beyond the programmatic advantages, spacecraft reliability
was achieved through large and common (non-fragmented) lot date codes: traceable, predictable
performance, and consistent test and screening procedures [8, Fruehauf].

Rockwell, as the SV segment developer, was the lead on the system development of the
signal with coordination with the UE segment. The only systems engineering decision driven by
the UE was the number of SVs that would be above the horizon (three or four) in order to keep
the cost of the UE low (Section 3.4.8 provides additional information).

SV weight was an identified upfront concern — only a 50 pound margin was allowed.
Tracking was by Technical Performance Measures (TPMs) and status was reviewed weekly by
the RI Chief Engineer.

RI tailored the general military specifications imposed on the GPS contract before pass-
ing requirements onto the subcontractors. These tailored requirements were then incorporated into
a specific boilerplate section of all the subcontractor specifications. Rl engineering managers were
in daily or weekly contact with their subcontractors with frequent visits. The JPO and Aerospace
had people assigned to each subsystem who, as part of this mini-team with RI, evaluated all

torque through magnets to dump excess momentum from on-board reaction wheels without disturbing the precise
ephemeris of the SV.
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aspects of the subcontractor. Formal subcontractor management reviews were conducted by RI
every 3-4 months with Capt. Green (JPO SV Manager), Irv Rezpnick (Senior Aerospace Manager),
and other supporting personnel accompanying Mr. Schwartz. Review out-briefs were made to the
subcontractor head at the facility on the results of the visit [26, Schwartz].

Box-level qualification and acceptance testing were accomplished according with MIL-
STD-1540. The program was one of the first to use this specification to detail requirements for
functional, shock, vibration, and thermal testing [26, Schwartz]. See paragraph 3.3.7 for further
insight on this subject.

The parts control program (mentioned above with respect to the RI systems engineering
effort) was controlled by the JPO and was a significant systems engineering effort. The program
was maintained under the Systems Engineering Directorate. The Configuration Control Board
(CCB), administrated under this directorate, maintained configuration management of the parts
program process [25, Scheerer]. There were small sets of S-level and JAN X parts approved by
the government at this time. The cost and schedule associated with developing new S-level parts
unique for GPS was prohibitive. Rockwell, with JPO concurrence, pursued the S-equivalent
approach that took existing non-S-level approved parts and established stringent screening
processes to attain a space-reliable part that met its allocated availability/reliability requirement.

The GPS Block I parts program and unique requirements/verification processes established
for S-equivalent and JAN X-equivalent parts was the basis for most of the thinking, require-
ments, and processes that went into MIL-STD-1546 (USAF): Parts, Materials and Processes
Standardization Control and Management Program for Spacecraft and Launch Vehicles (12 Feb
1981 original release), and MIL-STD-1547: Electronic Parts, Material and Processes for Space
and Launch Vehicles (31 Oct 1981 original release) [21 Reaser].

RI’s approach to system requirements and design also included consideration of Factory-
to-Pad logistic operations. Mr. Dick Schwartz, Rl GPS program manger, stated, “I think this
(Factory-to-Pad) was an Aerospace (Corporation) idea and a good one. After thermal vacuum we
configured the space craft for shipment, performed a final factory functional (FFF), placed the
satellite on a truck, and delivered to the pad. The truck backed up to the booster at VAFB and the
satellite was placed on the booster. We then had a short test to assure that no damage occurred in
transportation and were ready to launch” (Ref. 37).

3.4.6 Atomic Clocks

One of the major challenges for Block | was to develop a space-qualified clock based upon
the data and lessons learned from TIMATION and the NTS program. The original baseline for
the Block | was that each satellite would contain two Rubidium (Rb) and one Cesium (Cs)
atomic clocks after SVN #3. As it turned out, however, three Rb clocks were flown on SVN 1, 2,
and 3, and 2 Rb and one second-generation preproduction model Cs clock was incorporated after
SVN#3. The Cs clock was referred to as a Pre-Production Model (PPM) and was derived from
the NTS-2 Cs clock [30, White]. The top-level requirements were clock stability and a service
design life requirement of five years. Embedded in the service life requirement was the ability to
withstand the space environment, especially thermal and radiation effects. NRL had adequately
addressed the radiation effects on the clocks in the early phase of this program [21, Reaser]. Ten
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Block | SVs were successfully inserted into orbit. The SVs generally operated between 8-14
years with, “...a majority of the clocks performing well beyond their expected life expectancy”
(Ref. 31).

In this phase of the program, Rockwell was responsible for the development of the Rb
atomic clocks. Radiation environment data was available and there were documented lessons
learned from the TIMATION and NTS effort. The challenge for Rockwell was the Rb lamp,
which was a high-risk effort. RI utilized technical expertise from Aerospace Corporation to
resolve issues with the lamp. A rigorous ground test with actual hardware was conducted to
verify thermal, radiation, and life cycle requirements [8, Fruehauf].

Beginning with Block I, Rockwell’s baseline clock consisted of Rockwell-Efratom pro-
duced Rb clocks. The initial Block I satellites flew three Rb clocks and no Cs units. Toward the
final Block | program, Cs was introduced. For Block IlI/I1A, two Rb clocks and two Cs FTS
clocks were established as the baseline configuration per satellite. Originally, the Cs clocks were
to be provided by three different companies, with Frequency and Time Systems (FTS) supplying
the majority of the Cs clocks. NRL, funded by the Navy, conducted a second source develop-
ment effort for Cs clocks with FEI and Kernco. However, none of the alternate clocks ever
became operational on a GPS satellite. Several second-source Cs clocks flew on Block 1A SVs.
A Block Il Cs atomic clock is shown in Figure 3-13.

Figure 3-13. Block Il Cesium Atomic Clock (Ref. 50)

In Block 1IR, a second source effort was directed by the JPO to control cost and schedule.
Under RI contract, EE&G was selected to build the Rb clocks and qualified the clock for the
space environment [21, Reaser].

One of the major program issues is the manufacturing base for space-qualified atomic
clocks. The program purchases clocks in small lots, e.g. approximately 30-40 per lot, with a lull
in lot orders for many years. There is no other commercial or military need for this space-
qualified product. As a result, the clock vendors are not stable, and companies either lose their
expertise and corporate knowledge or go out of business. For Phase IIR, the plan was to have
(Cs) and (Rb) clocks on board the SV. The Cs clocks were to be built by SCI using technology
transferred from Kernco. The technology transfer was not successful and the SCI clocks were
never suitably qualified for space environment. Hence, the SV segment baselined three (RDb)
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Perkin Elmer clocks and no Cs clocks for Phase IIR. A summary of the atomic clocks used in the
SVs for the various phases is listed in Table 3-8.

The problem of atomic clock supply worsened as GPS became successful and more
widely used. GPS became the global standard for accurate time, thereby further shrinking the
market for atomic clocks. As this market shrinks, it becomes even more difficult for the GPS
program to buy the clocks it needs to maintain the global time standard. Ironically, the
program’s success is Killing the market for its own critical component.

Table 3-8. GPS Atomic Clocks [8, Fruehauf, 21 Reaser, 30 White]

Rb Clocks Cs Clocks
Two modified commercial Efratom
NTS-1 clocks (also, 1 high-quality quartz
oscillator) under contract to NRL

Two space-qualified FTS under

NTS-2 contract to NRL

Three Rockwell-Efratom clocks )
Block | (SVN #1, 2 & 3); two Rockwell- E?sci%iké\m %\'&ﬁ f;ﬁir‘;gf)
Efratom clocks for SVN #4+

Block II/I11A | Two Rockwell-Efratom clocks Two FTS under contract to Rl
Block IR Three EG&G (Perkin Elmer) under
contract to Rl

3.4.7 Control Segment

The ground support system located at VAFB and the remote sites (referred to as the I1CS)
were established for the concept validation phase and upgraded as required to support the Block |
SVs. This was primarily a software upgrade. The ICS had to address navigation critical systems,
ephemeris algorithms, L-band signals, clock state, time transfer, processing uploads, and control
of SV. The concept of selective availability during this Block | effort was unclassified, which
eliminated any requirement for classified crypto equipment. ICDs between Maser Control Station
(MCS) and remote sites were updated. Interfaces with USNO through 1CDs were also established
with respect to time transfer and updates from USNO.

This phase of the program became the first real instance of operational commands
supporting the program. Around 1980, HQ SAC took on the responsibility of being the operator
of ICS. Training was accomplished primarily through on-the-job training from the JPO and the
contractor, IBM. HQ SAC handpicked their operators, and they were all engineers [16,
Nakamura]. This approach had the additional benefit of having the operators perform some
limited troubleshooting. SAC also established a liaison officer at JPO and provided guidance in
developing operating concepts for the control segment. Established 1CDs between MCS and
remote sites were updated.

In the early 1980s, a major Air Force trade study investigated whether Fortuna AFS or
Colorado Springs, CO would be best suited to house the AF Consolidated Space Operations Center
(CSOC). Colorado Springs was selected. Falcon AFB, which eventually became Schriever AFB,
was established as the location for CSOC and the GPS Master Control Station that would be part
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of this complex. This selection would impact requirements relating to the development of the
Operational Control System (OCS) in the next phase.

USNO had the responsibility for precise time. One of the requirements for GPS is that it
provides a worldwide time reference system for UTC (USNO) to every GPS user. To ensure the
accuracy of the SV signal transmission, the USNO needs to receive GPS time and UTC (USNO)
from the SVs and compare it with the USNO master clock. Corrections in terms of time bias and
drift offset were transmitted to the GPS MCS for upload to the SVs. An ICD was established
with the GPS CS. In 1978, USNO in coordination with the JPO contracted with Stanford
Telecommunications to build the time transfer unit receiver in the Washington, DC area. The
system became operational in 1979. Only one satellite is required to receive the precise time,
assuming that the user already knows their precise position [19, Powers]. It should be noted that
there were several users, especially in the commercial world, that value the GPS precise time
over the GPS position data, as they already know their precise position. Early in the program
with only a few satellites, some users bought GPS sets just for precise time. Today, virtually all
bank transactions are date stamped with GPS time and most communication networks are
synchronized with GPS time [25, Scheerer].

The SV design had an impact on the CS procedures. Orientation of the thruster rocket
plume had an adverse affect on the solar panel in certain orientations (low beta angle with respect
to the sun) that created a momentum reaction, making the vehicle unstable. One of the initial
Navigational Development Satellites became unstable during a maneuver and had to be
recovered over a two-week time span. No design changes were made to the SVs in this phase.
Procedure precautions were used to ensure that thrusters were not used when beta was low [16,
Nakamura].

3.4.8 User Equipment

One of the more important decisions made early in the program with respect to UE was
based upon a system trade study. It established in the system architecture that there would be a
minimum of four SVs above the horizon at all times. This allowed the development of receivers
with inexpensive crystal oscillators in lieu of precision atomic clocks. The UE measures the dif-
ference between the time of transmission of the signal by the SV and the time of reception of the
signal by the UE to determine the three-dimensional position of the UE. With three satellites, a
very precise time source would be required. However, with a fourth satellite, the fourth dimen-
sion of precise time can be determined and a quartz oscillator can be used by the UE to provide
the required accuracy. This decision avoided cost and potential weight/size impacts and opera-
tional utility impacts to the UE.

The decision to avoid precise clocks in the UE by keeping four satellites in view
was a distinguishing factor in selecting TIMATION versus 621B. TIMATION used the fourth
satellite for precise time, and 621B incorporated clocks in the UE. This key long term decision
makes UE cheap at the cost of more expensive constellations. For the commercial users, this is a
major benefit.

The program continually used a risk reduction philosophy of funding studies or designs to a
multitude of sources, and then conducting a down-select. The competition among the contractors
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provided investigation of new and innovative ideas, and also tailored costs. The program further
reduced risk in that the multi-contracts usually were completed at a System Design Review (SDR)-
or Preliminary Design Review (PDR)-type design. This approach allowed a better understanding
of the events, schedule, cost, and risk in the next phase, and therefore could be better scoped in
the RFP, proposal, and contract. However, this approach required both good planning knowledge
as to when to implement this philosophy, and up-front funding to contract with multiple sources.

This phase of the program for UE was divided into a Phase 11A and Phase 1IB. In July 1979,
the JPO awarded Phase I1A fixed-price contracts to Magnavox, Texas Instruments, Rockwell
Collins, and Teledyne for pre-design/performance analysis.

In 1982, a down-select occurred (Ref. 3). Magnavox and Rockwell Collins were both
awarded Phase 11B contracts to continue development by refining requirements, fabricating proto-
types, completing design, conducting qualification testing, and accomplishing extensive field
testing. Most of the field testing was conducted at YPG and the Naval Ocean Systems Center at
San Diego, CA.

The Rockwell Collins process stressed a firm architecture supported by analysis. Their
intent was to ensure that manufacturing/quality assurance were involved in the design process
and strove for simplicity/commonality in the design. During this phase, Rockwell Collins used a
modular approach that included a flexible module interface concept, by which modules were
bolted to a common GPS receiver. This approach allowed commonality for various aircraft and
reduced schedule and technical risk. Human factors played an important role in the man-machine
interface, especially with the soldier variant [14, Krishnamurti].

As the number of users was increasing, both amongst the services and internationally, a
new trend emerged: some of these users were providing requirements directly to the contractor.
The systems engineering process was reemphasized with the need to utilize services and
international representatives within the JPO. This required the JPO to perform a systematic
assessment to both validate and track the requirements. [24, Saad].

A major issue arose in the security classification requirements of the UE during the devel-
opment of Selective Availability (SA) and Anti-Spoofing (AS) (SAAS) software'?.** National
Security Agency (NSA) staff concluded that the UE should be considered a crypto device. This
“new” requirement was assessed by the JPO. The systems engineering analysis identified major
consequences to the GPS design and operations if this requirement was implemented. The
CONOPS would be adversely affected due to the additional security needed in the field. The
analysis also concluded that there would be potential impacts by adding another required Line
Replaceable Unit (LRU) to the design to accommodate the new security requirement. An
example of these impacts was that the manpack would have had a 15 pound additional LRU
added to a device that already had a weight concern of ~10-15 pounds for manned portability.
Several JPO discussions with NSA about the new requirement resulted in no mutual resolution,
and NSA officials suggested alternative designs. The JPO systems engineering process assessed
the alternative designs and found them inappropriate with respect to meeting other GPS
requirements. The JPO continued their systems engineering process addressing CONOPS,

12 SA was solely software and AS was both hardware and software.
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mission analysis, requirements and design analysis including security, and developed their own
approach to the cryptology methodology. The issue finally worked its way up to the NSA Senior
Manager. He considered aspects of the issue including the JPO approach, and resolved the matter
by approving the JPO approach. After this, the JPO and NSA had a very constructive working
relationship [25, Scheerer].

3.4.9 Design Reviews

Classic Preliminary Design Reviews (PDRs) and Critical Design Reviews (CDRs) were
conducted in each of the GPS segments. MIL-STD-1521, “Technical Reviews and Audits for
Systems, Equipments, and Computer Software,” was used as the basis of the design reviews. The
standard was cancelled by the DoD later in the program; however, its use set up a valuable
process for conducting the reviews and audits [16, Nakamura].

There was no overall GPS Systems PDR and CDR conducted. The JPO, as the system
integrator, with technical assistance of Aerospace Corporation, verified compliance of segment
designs to the system specification and the system architecture controlled by the JPO. This veri-
fication was an ongoing effort. In some cases, the ICWG process resulted in meetings that were
more like a technical interchange meeting or mini-design review, to which the meeting would
define the next phase of effort based upon the segments design status [21, Reaser]. This defi-
nitely was the case with the UE segment for both PDRs and CDRs. The host platform UE design
reviews were informally conducted at the ICWG meetings for that UE receiver class. Types of
classes for receivers included portable (soldier/land vehicles), aircraft medium dynamics
(helicopters), aircraft high dynamics, and ships. The UE system segment specification design
reviews, both PDR and CDR, covered all class receivers together [14, Krishnamurti]. In general,
any requirement that had a “to-be-determined” status at PDR was deferred to the next upgrade
program [24, Saad].

From one perspective, the ICWGs could have been considered more important as a
design risk mitigation process than the typical design reviews. Issues were worked in real time
and incrementally with a very structured process that tracked actions and was well-supported by
the government and contractors.

3.4.10 System Integration

The JPO actually became involved in the aircraft integration to the dismay of several air-
craft program offices. However, the JPO in-depth knowledge base and lessons learned from the
concept validation and early system development phases were important to ensure that
integration requirements were clearly defined and that there was a clear means of requirement
verification. In the late 1970s and early 1980s, the program was also trying to survive among bud-
get cuts and perception of cancellation. The JPO motivation was to ensure successful integration
of the UE on the host platform to establish another alliance to justify proceeding with the
program [21, Reaser].

3.4.11 ICWG

The ICDs were maturing as the requirements analysis was concluding and new require-
ments were being added to the program in this phase. Additional interfaces and 1ICDs were also
required as a result of requirements development and new requirements.
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NRL: Atomic clocks

USNO: Precise time

NSA: S/A & AS

DOE (Sandia and Los Alamos): IONDS
The ICWGs were an excellent means to communicate, coordinate interfaces, assess design
changes, and resolve problems [8, Fruehauf].

3.5 Production and Deployment (Phase 111, Block 11/11A)

3.5.1 Objective

The objectives of Block Il were to “fine-tune loose ends” of the development and issue
production contracts for 28 SVs [22, Reynolds]. An initial operational capability would be obtained
with a mix of Block I and Block 11 satellites and a full operational capability with all Block 11
satellites. The SVs would be launched from the Space Shuttle.

Block 11 would include improved NDS and SV operating autonomy (ability to operate
without contact from CS up to 180 days), Anti-Spoofing and Selective Availability capabilities,
and radiation-hardened electronics to improve reliability and survivability.

3.5.2 Acquisition Strateqgy

The strategy developed by the JPO was to procure the SVs like an aircraft system, a new
approach for the space community. There would be a “lot buy,” basically a block buy of the SVs.
This not only was a cost benefit, but also minimized the approval cycles through the Air Force
by conducting a concurrent effort in developing the enhancements and incorporating them into a
production contract [22, Reynolds]. The JPO had developed a Technical Requirement Document
for this phase. The requirement for the W-Sensor of the NDS was added at a later time and the
decision was originally made to allow for production incorporation at the 13" satellite.

Since the directed baseline launch vehicle was the Space Shuttle, the Air Force awarded a
fixed-price contract to McDonnell Douglas to purchase 28 upper stage boosters called Payload
Assist Modules (PAM-DII). Also, a separate cost-plus-support service contract was negotiated.

The SV segment contract required concurrence by RI, who was reluctant to sign up to a
firm-fixed-price contract based upon their perceived risk. A team of Rockwell, subcontractors,
vendors, manufacturing community, JPO, and Aerospace Corporation formulated the development
plan/program. This included an extensive study of the assembly line at the Rockwell Facility at
Seal Beach, CA. The team established an acceptable final program [22, Reynolds].

3.5.3 Nuclear Detection System

Early in Block I, the GPS program was tasked to include an IONDS as a secondary pay-
load on the SV. The NDS provided a worldwide capability to detect, locate, and report nuclear
detonations in the earth’s atmosphere or in near-earth space in near-real-time. The GPS was an
ideal system to implement this capability, as the GPS functional baseline also required world-
wide coverage for navigation that was implemented by the constellation configuration. The JPO
did not have a requirement for the other elements of NDS: the NDS control segment and the
NDS user equipment. The NDS sensors were developed by Sandia National Laboratories/Los
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Alamos National Laboratory and provided GFE to Rockwell. The Air Force and the Department
of Energy established a Memorandum of Understanding resulting in new development ICDs and
some existing 1ICDs being modified for the interface with the system. Integration of the sensors
into the SV created no significant issues.

For Block 11, the Air force established a requirement to upgrade to the IONDS system. The
Nuclear Detonation (NUDET) Detection System (NDS) consisted of an optical sensor (Y-
sensor), an X-ray sensor, a dosimeter, and an Electro-Magnetic Pulse (EMP) sensor (W-sensor).
The W-sensor was a new function on the NDS. Sandia National Laboratories/Los Alamos
National Laboratories developed he NDS sensors with the exception of the W-sensor. The JPO
made a decision, based upon the projected schedule for the integration development effort driven
by the W-sensor, to incorporate the NDS change later in Block Il. The tenth Block Il SV
incorporated the NDS capability, and the NDS GPS satellites received the designation Block I1A.
The functional baseline was adjusted for this new capability. Follow-on Block IIR SVs also
included this capability.

The systems engineering process identified a technical risk of integrating the W-sensor at
the beginning of the program. As the integration effort continued, the task became more
technically challenging than anticipated. The levels of EMI/EMC were far more sensitive than
anticipated; i.e. in the 50-150 MHZ range. The basic concept was to make the SV a very good
Faraday cage. Sandia National Laboratories would not sign up to develop the W-sensor, so
Rockwell International was given the contractual responsibility for the development and
contracted with E-Systems to provide the sensor. Sandia National Laboratories continued to
provide technical support sensors [21, Reaser].

Gold foil wrap was added to the SV for electro-magnetic protection for the sensitivity of
the W-sensor. However, the SV solar panel motors emitted sufficient energy through the motor
shafts that extended beyond the wrap. The W-sensor was detecting this energy. The simplest
design fix for the already-designed and validated solar panel system was to add “fingers” to ground
array shaft pads. This design approach presented an issue of meeting the lifetime requirement.
The material of the “fingers”, which were in contact with the motor shaft, had to withstand suffi-
cient life cycles without the material wearing away.

Significant studies and testing were required to define the appropriate materials for the
“fingers”. Ball Aerospace, in Boulder, was contacted to determine the material required for
fingers. Rl and JPO were deeply involved in the assessment. Many combinations of alloys were
manufactured and tested until an Au/Ni alloy was successfully verified to meet all requirements.
As Block Il was a production contract with concurrent development in specific areas, the
additional effort on the W-sensor was added via an H-clause in the contract. The schedule was
not impacted as a result of intense effort, due to the proactive role of the team members [23,
Robertson].

Integration of the X- and Y-sensors and dosimeter did not create any significant issues, as they
had been integrated on other satellites. The verification of the W-sensor required RI to
build a high-fidelity anechoic chamber. This effort resulted in a 12-14 month schedule impact.
The cost to the W-sensor integration was $162M [23, Robertson].
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The gold foil wrap around most of the SV resulted in a buildup of electro-magnetic energy
within the volume contained by the foil. The solar panel drive motor control system utilized a
1960s-type technology design with fusible links. There were redundant circuits (A & B strings).
The combination of the noise energy and the command signal resulted in activation of a fusible
link on SV-23. The consequence was that there were dual, but opposite, commands sent to the
drive system. The interim operational fix was a procedural approach by which the control station
would manually slew the arrays, which was a burden to the operators. The corrective action was
to incorporate a static trap with a diode and capacitor added to the circuit. This design change
was incorporated at a later time. The overall issue was a lack of a complete assessment of the
internal satellite interface requirements and assessing the impact of the gold foil wrap design
change on existing systems [18, Paul]. A Block IlA satellite is shown in Figure 3-14.

Provided by Hugo Fruehauf

Figure 3:4. Block I1A Satellite

3.5.4 Shuttle Impact to Functional Baseline

The original Phase I plan for launching the Block Il SVs was to use an expendable launch
vehicle. The projected increased weight of the Block Il SVs over the Block | SVs exceeded the
Atlas series rocket payload capability by approximately 800 pounds. Delta rockets were the pre-
ferred approach for the Block Il SVs. However, Dr. Hans Mark, Secretary of the Air Force,
issued a directive around 1979 to exclusively use the shuttle as a launch platform for all Air
Force space vehicles. This implemented President Carter’s directive in the revised National Space
Policy for all DoD to launch platforms from the space shuttle to *...take advantage of the
flexibility of the space shuttle to reduce operating costs over the next two decades” (Ref. 34). This
program requirement had a significant impact on the SV performance requirements.

The systems engineering process addressed the requirements and risk associated with
launching from the shuttle. The shuttle was man-rated, which required triple inhibits to cata-
strophic risks and safe arm controls. It also required a shuttle mission specialist interface for
launching from the Shuttle. In addition, analysis of the shuttle environment showed it to be more
severe than normal expendable launch vehicles. An analysis of the shuttle bay capacity
concluded that four GPS SVs with their required Transfer Orbit Stage and common airborne
support equipment could be accommodated on one shuttle mission. Performance and interface
requirements were incorporated into the Block Il/Phase 11l Technical Requirements Document
(TRD) (Ref. 44). The necessary MOUs and ICDs were established with NASA. A detailed Payload
Integration Plan was developed for the SVs that complied with all NASA policies, regulations
and requirements, and was updated on a periodic basis. The JPO conducted a cost-benefit
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analysis and determined that a lot procurement of Payload Assist Modules (PAM-DI]I) tailored in
design for the GPS shuttle launches was cost effective [27, Sponable]. Figure 3-15 shows the
interface and elements/subsystems of the SV and the Shuttle (DoD Space Transportation
System).
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Figure 3-15. Space Segment System Relationship (Ref. 44)

As the development of the Block Il SV continued, weight growth became an issue. Early
assessments identified the weight risk to the requirement of four SVs per shuttle mission and that
the capacity may be only three per mission [27, Sponable]. The JPO was reviewing the actual
operational launching of four satellites with respect to the risk of putting four satellites on one
launch vehicle. An additional concern was the potentially lower priority GPS would receive in
the shuttle manifest.

When the Space Shuttle Challenger disaster occurred in January 1986, the JPO had to de-
velop a risk mitigation plan. There was no backup or funding for alternative launch vehicles. It soon
became apparent that the shuttle would not be available for operations for some unknown time. Ini-
tial estimates of a six-month slippage kept growing. Further implications were that the shuttle
facilities at VAFB ended after design changes in the shuttle diminished its capability for polar
launches. These were key issues for all DoD launches. Eventually, the Air Force decided to contract
for expendable launch vehicles on a high priority. To maximize launch flexibility, the JPO
pursued a dual-access capability by establishing a baseline interface requirement for the Block 11
SV design. The interface could support either launch on the shuttle or a number of alternative
expendable launch vehicles (ELVs). After a while, the shuttle launch requirement was

60



completely withdrawn, and no DoD satellites were allowed to use the shuttle. The severe
environmental requirements driven by the shuttle compatibility required minimal changes for
flight on ELVs, which helped expedite the transition to future ELV boosters [27, Sponable]. The
functional baseline was again updated.

The acquisition approach for the ELV development followed the typical JPO risk mitiga-
tion approach by awarding the three $6M fixed-price contracts to develop preliminary designs and
then down-selecting and awarding to the winning contractor. The Titan 3 rocket (Martin Marietta)
had the ability to launch two SVs at once, but presented a problem in getting the SV to separate and
transfer into a potentially different orbital plane. The Atlas Centaur rocket (General Dynamics)
included a liquid-fueled third stage and the system had a significant cost impact. The Delta Il
(McDonnell Douglas) was ultimately selected, due to its lower cost and historical reliability. This
design selection was a modification of the previous Delta rocket, stretching it about 20 feet and
adding the bulbous fairing. The design of the fairing had a benefit that some of the SVs antennas
did not have to be stowed during launch, which would aid reliability requirements [23,
Robertson]. The Delta Il was developed in two consecutive configurations: the first (Delta 6000)
with an approximate payload capacity of 3670 Ibs and the second (Delta 7000). The rationale for
the two configurations was driven by the need to achieve a first launch date in 1989. A lighter
payload version of the Delta Il could meet the objective launch date (Ref. 33). The larger 4470 Ib
payload configuration for the heavier Block 1IA SV with the NDS payload required more
development time (Ref. 10).

The JPO developed a plan to use the shuttle as a launch vehicle in parallel with the ELVs
when the shuttle became operational again. The number of SV launches in the revised plan was
originally 16 and then reduced to eight as the shuttle return-to-launch schedule slipped. Compli-
cating this plan was the backlog of higher-priority satellites/payloads from other programs that
could impact the GPS schedule (Ref. 33). Eventually, the decision was made not to use the
shuttle.

A very structured process was established for the new ELVs and SVs. Lessons learned
from launches were reviewed prior to each new launch. An Independent Readiness Review Team
(IRRT) conducted a review of all qualification/verification items prior to the first launch of a new
system/subsystem [23, Robertson]. Considering the commitment to develop a launch vehicle quickly,
a reliable ELV source was developed in about two years. This would culminate in 28
consecutive successful launches of the Block 1I/11A SVs. Key systems engineering processes that
helped the program were: risk identification/mitigation, good requirements development, and good
interface definition. Figure 3.16 shows a launch of a GPS SV on a Delta Il rocket.

US Air Force photo
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Figure 3-16. Delta Il Launch of Block Il Satellites

The systems engineering process was used to account for the change in the functional base-
line requirement, time lines, and concept of operations with respect to logistics of the SV coming
off the production line. The GPS program was the first satellite program to have such a large
production run. The lengthy delay until first launch presented another dilemma for the JPO, namely,
what to do with the satellites that were scheduled to come off the production line while they were
waiting for flight. The SV design did not account for extreme lengthy delays before launch. The
JPO tasked Rockwell to initiate a three-month systems engineering study of three options: stop
production, slow the production rate, or continue the production rate and develop a storage plan
and facility. The conclusion of the study was to slow down the rate of production based upon the
assessment that the ELV would be available in approximately two years. This recommendation
was implemented [23, Robertson].

The lot buy of PAM-DII units for use on the shuttle was now obsolete. The cost avoid-
ance approach with a multi-year contract unfortunately became a burden, as there was no need
for these 28 unique PAM-DlIIs for shuttle use. The JPO cancelled contracts for these boosters,
which resulted in not buying the last 12 units (Ref. 33). In this particular case, the risk of the lot
buy was accepted based upon a firm requirement from the Secretary of the Air Force committing
to the shuttle and a good cost-benefit analysis [21, Reaser].

The Challenger disaster had one benefit to the GPS program, in that it provided
schedule relief. The CS had software problems and there was a moderate-to-high risk of not
meeting the original launch date of late 1986. There was an extensive ongoing effort by the
contractor, Aerospace Corporation, and the JPO to resolve the issues. One of the key issues
included verification of selective availability. CS software releases were not complete and
probably would not have supported the Block 11 SVs on the initial program schedule [20, Prouty].
The final operational release of the software occurred just a few months before the first Block Il
launch in February 1989. The delay in launching SVs into orbit adversely affected the UE
developmental testing, which had planned on using early Block 11 SVs.

3.5.5 User Equipment (UE) Development Testing Effects

In April 1985, the JPO awarded the first Low Rate Initial Production Contract (LRIP) to
Rockwell Collins. The contract included research and development, as well as production options
for 1-, 2-, and 5-channel GPS airborne, shipboard, and manpack (portable) receivers. This allowed
the UE to be cut into the F-16 production line. Initial JPO developments and procurements were
exclusively Line Replaceable Units (LRUSs), or "boxes", which included the 3A receiver for high-
dynamic aircraft applications, the 3S receiver for shipboard applications, and the manpack (Figure
3-17 shows the Rockwell Collins version of the manpack). These were followed by the smaller
and lighter Miniaturized Airborne GPS Receivers (MAGR) for high- and medium-dynamic aircraft.
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Figure 3-17. Rockwell Collins Manpack (Ref. 47)

Aerospace Corp. conducted a threat assessment study for UE receivers. The JPO Systems
Engineering Directorate followed up with an assessment of the Fixed Reception Pattern Antenna
(FRPA) and Controlled Reception Pattern Antenna (CRPA) and how a common antenna could
satisfy all user requirements and save cost through common support and larger procurement of
units. Due to the orthogonal capability of the CRPA, it was more effective in countering the threats.
However, at that time, the CRPA was more complex and approximately three times more costly
than the FRPA. The Navy originally selected the FRPA for its aircraft and then, years later,
replaced it with the CRPA [18, Paul].

There were delays in completing the UE: *...operational testing as a result of lingering
receiver reliability problems and reevaluation of program requirements (that) ...caused DoD to
postpone the GPS receiver set full rate production decision until Sept. 1991, a decision originally
scheduled for March 1989” (Ref. 38). The UE reliability requirements are included with other Test
and Evaluation Management Plan (TEMP) operational system performance requirements pro-
vided in Appendix 8 (Ref. 39). Delays in accomplishing operational testing of various receiver
sets caused DoD to initially postpone operational testing until June 1990. The delays were caused
by problems in integrating receiver sets with host aircraft and ships, late deliveries of receivers,
availability of military personnel to conduct Army one- and two- channel tests, and the space
shuttle accident which delayed launches of SVs needed for testing. On 21 Sep 1990, the Under
Secretary of Defense for Acquisition postponed a full-rate production for all receiver sets until
Sept. 1991. But, he approved continuing LRIP for one-, two-, and five-channel receivers
through FY 1991, and recommended additional testing of the five-channel receiver sets. Five
LRIP contracts were awarded to four contractors including Rockwell Collins, the initial LRIP
contractor. The DSARC I11B was further slipped to March 1992 (Ref. 40).

3.5.6 Control Segment

The program needed to develop an operational control segment to replace the ICS as the
Block 11 SV came on line. There was also a need to upgrade the ICS to ensure continued support
to the UE segment for their testing while the OCS was being developed. These two tasks were to
be combined under one contractor effort. In the typical risk mitigation approach, five bidders
were awarded contracts for concept design studies based upon the CS functional requirements.
Upon completion of the studies, there was a down-select to three contractors: IBM Gaithersburg,
Martin Marietta, and General Dynamics. This contractual effort continued to further develop the
concepts and refine functional requirements, resulting in a pre-SDR functional baseline stage. IBM
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and Martin Marietta worked to develop prototype labs and modeled receivers. General Dynamics
had been the contractor during the previous phase. Again, a down-select occurred — this time,
based upon the functional baseline established, IBM was selected for the continuing
development. The JPO had difficulty getting IBM’s agreement to requirements because of the
fluidity of the program. The JPO incentivized the contractual effort and IBM agreed to the effort
[16, Nakamura]. The contract was awarded in September 1980. The Block Il schedule also was
aggressive and left no margin for issue resolution. Figure 3-18 illustrates the OCS top-level
system diagram with functional and support groups identified.

IBM had a core of seven to eight personnel with support from other groups. They had no
previous space background in this division of IBM, but had solid systems engineering processes,
a good system architecture, and documented system testing and tools [2, Berg]. The JPO
augmented their lack of domain knowledge with experienced systems engineering people.
Aerospace Corporation also provided key technical support. The IBM program approach was to
have parallel paths for both program management and the technical group directly to the program
director. This approach ensured that the technical side of the program would have opportunity to
present their position to upper management when there was disagreement with program
management [3, Conley]. The control segment process established system requirements and a
specification tree; established functional block diagrams, physical block diagrams, and internal
ICDs; and allocated requirements within the organization and to subcontractors and vendors.

The NDS requirements for the CS were minor. The roles and mission of the CS had to be
defined in order to allocate the appropriate NDS functional requirements to the CS. CS was
neither responsible for the receipt of the L3 signal nor the functioning of the NDS system. Their
responsibilities encompassed performing the NDS command and control of the SV as required
by the user, identifying the health of the NDS system, and controlling the ambient environment
(e.g. temperature) in the vicinity of the NDS.

The program offices, both at the JPO and the contractors, knew that the software and error
budget were high risk. The mitigation plan was to develop simulation and modeling to validate
the software designs. Also, a national team of experts from government and industry, including
the National Bureau of Standards, assisted in trying to resolve the modeling of the atomic clock.
Ephemeris models were also creating problems. The TPMs used to track the software were pri-
marily software lines of code (SLOC) and defect testing. The selective availability requirement
was not well defined and was open to several different interpretations. Validation of selective avail-
ability created issues in terms of requirement verification interpretation. Also, there was no tool
to analyze the validity of the crypto data. An original estimate of the size of the CS software was
300K-400K software lines of code [20, Prouty]. The final size was 1.1 million lines of code [24,
Saad]. Testing of the software was in the traditional method of unit, subsystem, and system tests,
with FCA and PCA being accomplished at the appropriate levels [16, Nakamura]. Some of these
issues were a result of the lack of tools to estimate design detail, the lack of clear definition on
requirements, and an upfront understanding of verification approach/method required. However,
the systems engineering process was used in successful resolution of the issues.
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Figure 3-18. Operational Control System Top Level System Diagram (Ref. 43)
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Initial CS software releases were in support of the Block I SV capability only. This allowed the

OCS at VAFB to become operational in 1985. The accomplishment was made easier by the lack
Block I1. (Note: Encryption was still required for satellite command uplink and data to/from the

of Selective Availability encryption requirements for these releases that created challenges in
ground antennas to the MCS).



There was an extensive effort in the 1986 to 1989 period to resolve the Block Il software
problems. Validation and verification became a major issue with the software effort. One of the
first problems was getting configuration designs and simulations from Rockwell. It was difficult to
test the interface with the SV in the lab and a field effort was required. After JPO and Aerospace
Corporation initiatives with Rockwell, a plan was devised and implemented to take Block Il quali-
fication boxes and rack, and upgrade the Block | simulator to a Block Il configuration. The simu-
lators were taken to Cape Canaveral in 1987-1988 for an extensive, almost full-time, 15-month effort
allowing IBM to validate the upload and receive capability and interfaces of the CS [3, Conley].
Aerospace Corporation provided additional support to IBM in the transition of the OCS from
Vandenberg AFB to Falcon AFB (now Schriever AFB) with permanent on-site support. This
effort was the key to success of a final software release. IBM also developed operator and field
manuals. The final software release (version 3) occurred in 1989, just in time for Block Il initial
launch with Delta rockets.

Training requirements for the CS were addressed by forming working groups consisting
of the JPO, Aerospace Corporation, contractors, and operational personnel. Space Command had
been recently formed and had taken over operations responsibility from SAC. There were no
Space Command requirements. Interface meetings were established with Space Command.
However, lack of continuity of key personnel within this new command resulted in different
perceptions and needs, creating additional issues to address. A clear and concise MOA was
established between JPO and AFSPC on responsibilities related to the control of Block Il SVs
when in orbit, especially when the JPO wanted to conduct system tests: e.g., deficiency report
resolution verification, CS upgrade verification, the Y-sensor system level test, etc.

The SV constellation baseline had been 18 satellites, based upon funding issues early in
the program that had reduced the constellation from the original 24-constellation configuration.
In 1987, detailed systems engineering analysis was conducted to determine the limitations of the
18-satellite constellation configuration. The JPO then briefed the limitations of the 18-satellite
constellation to the operating commanders, on-site, at various locations around the world.
Messages were soon received from these commands stating that the limitations of the 18-satellite
constellation were not acceptable and that a larger constellation configuration should be pursued.
During this timeframe, the Air Force initiated a trade study of cost-versus-performance and was
interested in reducing the constellation to a two-dimensional 12-satellite configuration and
queried the JPO about approach. The JPO already had the answer in terms of current 18-
constellation limitations and what the real warfighter needed. The requirement driven by
operational commands became a 24-satellite constellation and the Air Force would provide
funding to support this requirement [11, Green]. This appears to be one of the first times that the
operational commands became advocates of the program.

Trade studies and additional system assessments of the 24-constellation configuration
were conducted by the JPO with technical assistance from Aerospace Corporation. Drs. Rhodus
and Massatt of Aerospace Corporation, in coordination with the JPO, conducted an analysis of
the constellation configuration. They considered configurations that were less sensitive to satellite
drift and would be more robust during multiple satellite failures, resulting in an asymmetrical
design of the SVs location — see Figure 3-19 (Ref. 18). The functional baseline was updated for
the latest satellite constellation configuration (Ref. 18).
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Figure 3-19. 24-Satellite Constellation (Ref. 49)

3.5.7 Requirements Validation & Verification

The JPO and Rockwell jointly established a Satellite Test Criteria Review Board
(TCRB), which conducted a rigorous review of all SV qualification and acceptance testing
during Block I [23, Robertson]. The TCRB was a contractual solution due to the JPO last-minute
substitution of MIL-STD-1540A for MIL-STD-1540 (Test Requirements for Launch, Upper-
Stage and Space Vehicles) in the Block | contract. Rockwell apparently did not realize the change,
and the satellite and vendor programs were not in compliance [21, Reaser]. Weekly well-structured
meetings were conducted with extensive efforts to validate qualification requirements and
determine the root cause before concurrence or approval to proceed to the next event. The board
consisted of the JPO, prime contractors, vendors, and Aerospace Corporation personnel, with the
JPO contracting office chairing the meetings [21 Reaser; 23 Robertson].

OT&E could not be conducted on the SV. There was a need to conduct joint DT&E and
OT&E. This joint test and evaluation were somewhat unique in this timeframe for the rocket
community and required close coordination with AFOTEC. The key to making and executing the
plan was AFOTEC. They helped ensure early identification of acceptance criteria [18, Paul].

3.6. Replenishment Program Block 1IR

3.6.1 Objective

The Block IR objective was to provide 21 replacement satellites for the Block I/11A.
Also included were enhancements such as enhanced autonomy, 180-day degradation, increased
radiation hardening, cross-link ranging, hot-backup of clocks, and modernization of parts.

3.6.2 Acquisition Strategy

In accordance with the DSARC |1 direction to compete the SV contract when the design
stabilized, the JPO developed a competitive acquisition strategy. In typical JPO contractual
fashion, risk mitigation was factored into the strategy. The existing satellites were basically
designed with late 1960s, 1970s, and some early 1980s technologies. Part of the modernization
was to optimize the navigation payload/bus system. For the modernization of the SV navigation
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payload/satellite bus, three fixed-price contracts were issued: ITT, Rockwell Autonetics, and
Garmin to develop breadboard designs.

The JPO issued two fixed-price contracts for the SV segment design, one each to Rock-
well International and General Electric Aerospace. The contractors were to design up to a PDR
and then there would be a down-select. A caveat was added to this effort: The SV segment con-
tractors were allowed to team with the three vendors developing the breadboard designs for the
navigation payload/bus system. RI teamed with Autonetics and Garmin, and GE with ITT. The
down-select occurred, and General Electric Aerospace was awarded the SV contract on 21 Jun
1989. (Note: Lockheed Martin acquired General Electric Aerospace in 1992). The JPO strategy
of competing initial phases of the program had a significant benefit with respect to produceability
of the Block IIR satellites. Piece parts were reduced by approximately half and touch labor by
approximately two thirds [23, Robertson]. This approach utilized classic systems engineering
principles of conducting detailed trade studies and prototyping prior to PDR to validate the
design concept capability to meet the functional baseline in the most cost-effective manner. The
competition among vendors/contractors was the forcing function to this process.

3.6.3 Requirements

HQ AFSPC acted as the centralized user for the GPS program in terms of coordinating
and integrating user requirements. They established the survivability requirement that was a tech-
nology challenge for the program. The increased requirements for hardening in case of nuclear
detonation in space were beyond the effects of the Van Allen belt radiation requirement. This
hardening requirement was identified as a risk from the initiation of the effort, and a technology
development program was initiated to create hardened processor chips to the levels identified in the
requirement. Once the technology solution of silicon-on-sapphire was identified, a further problem
of yield rate for growing the crystals was addressed and successfully resolved [23, Robertson].

3.6.4 Critical Design Reviews

In Block 2R, the typical JPO philosophy of risk mitigation was applied in that the SV
segment was competed between Rockwell International and General Electric Aerospace. Two
fixed-fee contracts were issued for development up through PDR. A down-select was
accomplished and General Electric won the contract. The governing requirements document for
the initial contract was the Block 2R TRD developed by the JPO. The TRD was a carryover as
the governing system segment document through the initial portion of the effort because of an
issue with the requirement for the NDS W-sensor to operate through a nuclear event in space.
General Electric wanted the system segment specification to be written to allow the NDS to “blink”,
or shutdown and restart, as an interpretation of the requirement. As a result of this non-resolution
of the issue, the TRD remained the functional baseline document until after CDR [23, Robertson].

An unintended error in the contract tied the production option to both the CDR and its
scheduled date and not to the CDR event itself. This presented a dilemma to the JPO. The JPO
assessed that General Electric was not ready for the CDR. Yet, slippage had a major impact on the
production price option, and the JPO did not want to reopen negotiations. The decision made was
to conduct the CDR and exercise the option. The CDR was officially closed with numerous action
items. The risk mitigation plan was to conduct monthly technical interchange meetings to further
assess the design to the allocated baselines and to address outstanding action items [23, Robertson].
Certain programmatic decisions made during the course of a development program may be beyond
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the classic systems engineering process. The systems engineering process must be flexible enough to
adapt to these conditions and continue to ensure compliance with requirements and risk
avoidance/mitigation. In this case, the design risk was mitigated by the continuance of a structured
process to track the major CDR action items and ensure that the intent of a MIL-STD-1521-type
CDR was closed at a later time. Additionally, the risk of design fabrication was identified and
monitored during this period.

3.6.5 User Equipment

In the late 80s and early 90s, some of the users began to investigate the applicability of
commercial GPS receiver designs to be adapted to the requirements. The Army had purchased
the commercial Small Lightweight GPS Receiver (SLGR) in 1989 for demonstration and
training, and it was not intended to be used in a non-tactical scenario. The manpack was approxi-
mately 8 inches by 12 inches by 18 inches and battery operated, which increased the weight. It
was not very user friendly to the soldier from the field standpoint, although it met the Army’s
performance requirements [14, Krishnamurti]. “To reach a general agreement that an NDI (Non-
Development Item) strategy was feasible, the Army had to make tradeoffs in its requirements.

The commercial products were not expected to match the performance of the AN/PSN-8
manpack, even if the selective availability and anti-spoof modifications were incorporated.
Accordingly, the Army amended its 1979 requirement for the manpack to take advantage of
commercial GPS technology. The intent of the changes was to get a system, as an off-the-shelf
item, that would meet minimum essential requirements, be affordable, be available in the near
term, and be easy to operate. The challenge was to avoid letting “better’ be the enemy of *good
enough’ by curbing the desires of the design engineers to optimize performance” (Ref. 32). The
JPO and Army still required the selective availability and the anti-spoofing capability, which was
not a capability in the commercial industry. Some minor modification of the design would be
required to meet this performance [14, Krishnamurti]. “During the period November 1990
through June 1991, a government performance specification was coordinated with industry and
the government. Several industry responses indicated that a product that would meet the PLGR
requirement could be available by September 1991” (Ref. 32). Contract award was made to
Rockwell International, Collins Avionics and Communications Division, in March 1993. Table
3-9 describes the requirements of the PLGR compared to the Army requirements. Figure 3-20
provides a clear indication of the trend toward non-developmental items (NDI) in some areas of
GPS receivers.

Table 3-9. Army and PLGR Requirements (Ref. 32) System Description

Characteristic Winning Receiver Requirement

Size Less than 90 in® Less than 125 in®
Weight Less than 4 pounds Less than 4 pounds
Power Less than 3 watts 3 Watts

Mean time between failure 18,500 hours 18,500 hours
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Battery life 10 hours 10 hours

- . Full selective availability Full selective availability

Military-unique features : - ; -
Full anti-spoofing Full anti-spoofing

Type of operation Hand operated Hand operated
Position, velocity and time
100 meters/sec, ZG accelera%on 18 meters 18 meters
Time to first fix Less than 3 min. Less than 5 min.
Time to subsequent fix Less than 1 min. Less than 1 min.
Operating temperature -20° to +60°C -20° to +70°C
Service life 6 year performance/ reliability warranty 5 year performance and reliability

$1,300 in base and first option years;

$772 in last option year b

Unit cost

Figure 3-20. DoD of UE Family Tree Collins Manpack (Ref. 35)

3.7 Full Operational Capability

After starting out as a vague new idea to utilize the new space frontier for navigation after
the launch of Sputnik I, separate technology efforts and studies resulted in a functional baseline
being established in 1973 for a more accurate and reliable means of worldwide navigation. Nearly
20 years later on 17 April 1995, Air Force Space Command declared GPS fully operational. The
system would eventually accomplish one of the DoD’s major goals of consolidating suites of
military navigation systems.

The system was successfully “battle-tested” in the Persian Gulf War years before the

Initial Operational Capability (I10C) and proved the operational capability worthy of the program
visionaries from the late 1960s .
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The JPO was able to successfully establish themselves as system integrators and
controller of the functional baseline. With the assistance of Aerospace Corporation, they were
able to conduct the necessary system trade studies to optimize the functional baseline as
enhanced requirements were identified and budgets changed. Using the baselined structured
signal as the key interface, a specification tree was established based upon the interface of those
signals with the three major segments. Through the well-honed interface control process, the JPO
was able to manage all the segment specifications and system integration. On the contractors’
side and many other supporting government agencies, domain expertise existed at all levels
which enabled personnel to see the system vision and perform their systems engineering process
with success. Communications was a key ingredient that was fostered throughout GPS
development.
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4. SUMMARY

The GPS program presented challenges in various areas such as technology, customers,
organization, cost, and schedule for a very complex navigation system. This system has become
a beacon to military and civilian navigation and other unique applications. As best put by
Gedding, GPS provides “a constellation of lighthouses in the sky ...” (Ref. 8).

Several precepts or foundations of the Global Positioning Satellite program are the rea-
sons for its success. These foundations are instructional for today’s programs because they are
thought-provoking to those who always seek insight into the program’s progress under scrutiny.
These foundations of past programs are, of course, not a complete set of necessary and sufficient
conditions. For the practitioner, the successful application of different systems engineering
processes is required throughout the continuum of a program, from the concept idea to the usage
and eventual disposal of the system. Experienced people applying sound systems engineering
principles, practices, processes, and tools are necessary every step of the way. Mr. Conley,
formerly of the GPS JPO, provided these words: “Systems engineering is hard work. It requires
knowledgeable people who have a vision of the program combined with an eye for detail.”

Systems engineering played a major role in the success of this program. The challenges
of integrating new technologies, identifying system requirements, incorporating a system of
systems approach, interfacing with a plethora of government and industry agencies, and dealing
with the lack of an operational user early in the program formation required a strong, efficient
systems engineering process. The GPS program imbedded systems engineering in their
knowledge-base, vision, and day-to-day practice to ensure proper identification of system
requirements. It also ensured the allocation of those requirements to the almost-autonomous
segment developments and beyond to the subcontractor/vendor level, the assessments of new
requirements, innovative test methods to verify design performance to the requirements, a solid
concept of operations/mission analysis, a cost-benefit analysis to defend the need for the
program, and a strong system integration process to identify and control the “hydra” of interfaces
that the program encountered. The program was able to avoid major risks by their acquisition
strategy, the use of trade studies, early testing of concept designs, a detailed knowledge of the
subject matter, and the vision of the program on both the government and contractor side.
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5. QUESTIONS FOR THE STUDENT

The following questions are meant to challenge the reader and prepare for a case discussion.
Is this program start typical of an ARPA/ DARPA funded effort? Why or why not?
Have you experiences similar or wildly different aspects of a Joint Program?

What were some characteristics that should be modeled from the JPO?

Think about the staffing for the GPS JPO. How can this be described? Should it be
duplicated in today’s programs? Can it?

Was there anything extraordinary about the support for this program?
What risks were present throughout the GPS program. How were these handled?

Requirement management and stability is often cited as a central problem in DoD
acquisition. How was this program like, or dislike, most others?

Could the commercial aspects of the User Equipment be predicted or planned? Should the
COTS aspect be a strategy in other DoD programs, where appropriate? Why or why not?
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1. Contractor Responsibility

2. Shared Reéponsibility

3. Government Responsik

A. Requirements
Definition and
Management

Contactors were responsible for the allocated
baseline.

Industry conducted trade studies in response
to JPO taskings.

The JPO defined the overall top
level. They controlled the satell
structure, overall error budget, a
reviewed and approved by the J

B. Systems
Acrchitecture and
Conceptual Design

For each segment, the contractor controlled the
system architecture within the segment.

The Air Force and contractor team jointly
developed the mechanization of the signal
structure and its implementation

The JPO established the basic al
1960s Air Force studies accomp
validated by TRANSIT and TIN
architecture with a comprehensi
controlled interfaces, designs ar

C. System and
Subsystem Detailed
Design and
Implementation

Each segment contractor developed their own
part 11 specs, the allocation to their vendors
(e.g. EE&G for atomic clocks) and
implementation of their own Systems
engineering process.

System level trade sponsored by the JPO
affected the segment designs and required
close coordination between the two parties
to reach closure. e.g. constellation change
from 21 to 18

Government intermittently invo
the ICWG process. Highlightec
requirements could cause increa
detailed designs/products were T

D. Systems
Integration and
Interface

The contractors were responsible for the ICDs
within there segment. Supported the ICWGs
for segment to segment ICDs.

Industry/government jointly developed the
interface physical and functional definition.
Incompatibilities were jointly resolved; risk
was balanced against the functional baseline
by the JPO

The JPO was Prime Systems Int
for the Interface Working Grouy
Configuration Control Board (C
and made final decisions on app

Validation and
Verification

Extensive laboratories and simulations were
employed for testing to verify integration of
components, subassemblies, and subsystems.
IBM with Rockwell simulator validated
upload, transmit and receive of signals at Cape
Canaveral.

Contractors developed test plans/procedures to
verify final product met the specified
requirements and conducted the testing in
accordance with these plans/procedures.

Joint board established with participation of
JPO, Aerospace Corporation, contractor,
and vendor to track and resolve issues
during qualification and acceptance testing.

The JPO was responsible for ap
final testing to meet specificatio
validation using pseudolites on
signal concept. JPO was respon
testing at Yuma Proving Grounc

Deployment and Post

Life and accuracy performance of the

Constellation updates and enhancements

The Air Force established Falco
Control Center. GPS now unive

Deployment constellation far exceeded the estimated design | continue through the current program office
life. and industry team. Acquisition strategy for baseline. Commercial drove po
replacement SVs using Block upgrades,
e.g. IR, IIF and 111
Life Cycle Support Minimal contractor support after launch. On going joint management of the Satellite life and software uploa

Software upgrades, orbit changes and response
to on-orbit failures. Maintenance and operator
TOs developed for CS

constellation

Risk Assessment and
Management

Risk planning and management was
disciplined and managed at the appropriate
responsibility level

The contractor government team decided
jointly on both types of risk solutions.

The program office was respons
trades

System and Program
Management

Fully cooperative to the program office
strategy. Although they were segment
contractors, they approach the design form a
system point of view. Contractors aligned
organization to parallel JPO organization for
improved communications.

Domain experts on the combined
government and industry team were present
in all the key positions

JPO provided the functional bas
and the mandate “to put 5 bomb




Appendix 2 — Author Biographies

PATRICK J. O'BRIEN

Mr. O’Brien is a retired Civil Servant and Systems Engineer employed by the University of
Dayton Research Institute (UDRI) as a Senior Research Engineer. He provides technical
expertise in the areas of cargo aircraft aerial delivery systems and systems engineering.
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Patterson Air Force Base, Ohio
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e C-17 System Program Office Mission System Technical Lead, Wright-
Patterson Air Force Base, Ohio
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Engineering, Wright-Patterson Air Force Base, Ohio
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Loading Agency, Wright-Patterson Air Force Base, Ohio

e Chairman of the Joint Logistics Commander’s Joint Technical Airdrop Group,
Wright-Patterson Air Force Base, Ohio

e Principal Air Force System Command member to NATO Air Transport
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Honors/Awards:
e QOutstanding Civilian Career Service Award, 2004
e Exemplary Civilian Service Award, 2004
e US Army Superior Civilian Service Award, 2003
e ASC/EN Outstanding Career Achievement Award, 2003

Education:
e B.S. Aero-Space Engineering, University of Notre Dame, 1971



JOHN M. GRIFFIN

John Griffin is President, Griffin Consulting, providing systems engineering and program
management services to large and mid sized aerospace firms. He provides corporate strategy
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recommend corrective actions, and participates as an integral member of problem solving teams.
He is active in numerous leading-edge technologies and advanced system development
programs.

Experience/Employment Highlights:
e Director of Engineering, Kelly Space and Technology, Inc, San Bernardino, CA
o0 Conceptual design process of a space launch platform

e Director, Development Planning, Aeronautical Systems Center, Wright-Patterson
Air Force Base, OH

e Chief Systems Engineer, Engineering Directorate

e Director of Engineering, B-2 Spirit Stealth Bomber, B-2 System Program Office
e Engineering leadership land management from inception through 1st flight

e Source Selection Authority for two source selections

e Chief engineer, F-15 Eagle Fighter

e Chief Airframe Engineer, F-16 Fighting Falcon

e Chief Airframe Engineer, Air Launched Cruise Missile
Honors/Awards:

e Two Meritorious Service Medals
e Distinguished Career Service Medal for his 37 years of achievement, 1997
e Pioneer of Stealth, 1998

e University of Detroit Mercy; Engineering Alumnus of the Year, 2002
Education:

e University of Detroit, Detroit MI, 1964: Bachelor of Aeronautical Engineering

e Air Force Institute of Technology, WPAFB OH, 1968: MS of EE

e Massachusetts Institute of Technology, Cambridge MA, 1986: Senior Executive
Sloan Program
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e Founder (1993) and President (1993-1997), Western Ohio Chapter Senior
Executive Association.

e Co-founder (1995) & President (1996-1997), Defense Planning and Analysis
Society.
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Appendix 3 — Interviews

The company affiliation and positions are those held on the GPS during the timeframe of

the case study. Alphabetical list of interviews include:

©CoOoNO~WNE

25.

26.
217.
28.
29.
30.
31.

Ron Beard, TIMATION Program Manager, NRL

John Berg, Aerospace Corporation, Control Segment Engineer

Rob Conley, Air Force, Test, Control Segment and Systems Engineering

Tom Donahue, Air Force, System Test Director Systems Engineering Division
Dr. Malcolm Currie, Office of Secretary of Defense, Director of DDR&E,
Don Duckro, Air Force, Space Vehicle Engineer

Sherman Francisco, IBM,

Hugo Frueholf, Rockwell, Chief Engineer, Block |

Stevie Gilbert, Air Force, Deputy System Program Director

. John Gravitt, Air Force, Control Segment & Systems Engineering

. Gaylord Green, Air Force, Air Force Chief of Space Vehicle & System Program Director
. Jerry Holmes, Texas Instruments, User Equipment Engineering

. Bill Kaneshiro, Air Force, Systems engineering

. Geddi Krishnamurti, Rockwell Collins, Project Engineer thru Director of Navigation &

Mission Management Systems

. Don Latterman, Air Force, Upper Stage Engineering & Chief Engineer

. Russ Nakamura, Air Force, Control Segment Chief, Program Element Manager

. Dr. Brad Parkinson, Air Force, System Program Director

. Mike Paul, Air Force, Test Director and User Equipment Integrator

. Ed Powers, Naval Research Laboratory & Naval Observatory

. Preston Prouty, Aerospace Corporation, Control Segment Engineer

. Rick Reaser, Air Force, Satellite Vehicle and Deputy Program Director

. Jim Reynolds, Air Force, Systems Program Director

. Doug Robertson, Air Force, Launch Program & Space Vehicle Manager

. Joe Saad, Air Force, Division Chief User Equipment, Director System Effectiveness,

Manager Ground Systems

John Scheerer, Air Force, Director Systems engineering & previous Deputy of Space
Segment

Dick Schwartz, Rockwell, Program Director

Jess Sponable, Air Force, Space Vehicle, Launch Vehicle Interface

Tom Stansell, Magnavox, User Equipment Engineering

Phil Ward, Texas Instruments, User Equipment Engineering

Joe White, Naval Research Laboratory, Atomic Clocks

Dr. Gernot Winkler, Naval Observatory, Senior Executive Service
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Appendix 4 — Navigation Satellite Study
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For the past two years, the Aerospace Corporation has worked with the Air Force Space Systems

Division in studying the needs for and the feasibility and design of a new MNavigational Satellite

System. Recently, a briefing was prepared to present the major results and conclusions of that
study; this report documents that hriefing. The format adopted presents copies of the briefing

charts and additional eommentary on facing pages. This format was chosen in order to be af
maxirnum uselulness as a reference o those whae have heard the briefing and to allow publication
of the material with minimurn delay. It is intended that the study will be documented in greates
detail in a forthcoming report.
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The scope of the study is summarized on this chart, The uses considered were those relating
to military operations, Primary emphasis was given to tactical military operations because of
the present national interest in extending this country's military capability in limited war
environments. The high speed maneuvering aircraft received special attention because of its
importance in tactical operations and the high performance desired in its navigation subsyster.
In meeting the needs of the tactical aireraft, it will be shown that the needs af many additional

operations are also fulfilled at Little or no penalty to the resulting satellite system.

NAK-Y26830-R1

SCOPE

® ALL MILITARY OPERATIONS REQUIRING FOSITION FIXING ARE
FPOTENTIAL USERS OF THE NAVIGATION SATELLITE SYSTEM

® THE FRIMARY SYSTEM OB/ECTIVE 15 TO SATISFY THE NEEPS OF
TACTICAL OFERATIONS

® THE MOST CRITICAL TACTICAL SER /5 THE HIGH SFPEED
MANEUVEIRING  AIRCRAFT  DELIVERING CONVENTIONA! WEARINS
AND STORES

® THE CURRENT STWDY /S DIRECTED ESPECIALLY TO THE
TACTICAL AIRCRAFT NEEDS, BUT OTHER USER NEEDS
ARE ALSO CONSIDERED
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Upon the S50 /Aerospace identification of navigation as a potential mission which can be
performed attractively from space, a one-year low level study was conducted, The resulss

of the study warranted a more formal and intensive study which began in June 1965, While
the study was in progress, AFSC requested inputs toa general survey of potential users of
satellites in tactical war and, in particular, the use of navigation satellites. These data

were supplied by SST and were incorporated inta a Research and Technology Division, System
Engincering Group (SECG) report delivered to AFSC. Inthis report, additional stedy of naviga

tion satellites was recommended.
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STUDPY CHRONOLOGY

| JUNE 64 — SSD/AEROSPACE IDENTIFICATION OF POTENTIAL
NEED FOR A NEW NAVIGATION SATELLITE
| JUNE G5 — STUPY IN/TIATER SST/AEROSFACE

12 NWEMBER 65 — AFSC REQUESTEL VIEWS OV US€ OF
NAVIGATION SATELLITE &Y TACTICAL WARFARE
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TECHNICAL DISCUSSION

UACLASSIFEY

navigation sarellite system
A desirable

The remainder of this briefing will describe potential users of & new
and what has been learned of the operational situation in which it would be used.

set of attributes of a navigation satellite will be developed and will be compared with existing

navigational aids, Inasmuch as this comparison will indicate a number of desirable attributes

which are not pessessed by current navigational aide, an initial survey af satellite navigational

concepts that can meet the desired aims will be reviewed and a system design will be
formulated. In the technical summary, the program needed to further define and begin
implementation of such a satellite navigation gystem will be described
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CONTENTS

® POTENTIAL USERS AND OFEFATIONAL SITUATIONS

® FEVIEW OF NMAVIGATION A/DS

® N/TIAL SYSTEM CONSIDERATIONS

® SYSTEM DESIGHN

@ JECHNICAL SUMMARY
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Before proceeding with an investigation of the potential needs for a new navigation satellite,
a few terms as they are used herein will be defined. Navigation will be used synonymously
with position and/or velocity measurement rather than in the more classic sense of steering
to reach a desired destination. Abselute accuracy and relative accuracy will be used
extensively in the investigation of potential users of a navigation satellite system. The distinc-
tion between absolute and relative accuracy is important because the systems considered will

be generally capable of significantly higher relative accuracies than abselute accuracies.

: o, IS

it dmoement emiain information e Tassa SR e mamming o (ha Dupisesge Laes Tive
T U C, Senen 9 wad TR, e e el itk in any manes: 16 &4 aephiaiie] SR 11 DO by Lo

80



UNCLSSFED  nmm———

NAK-¥ 27447

DEFIN/TIONS

© NAVIGATION - STRICTLY, THE CETERMNATION OF FRESENT
POSITION AND COURSE TO FEACH PESHRED DESTINATION

— BY EXTENSION, AS IN NAVIGATION SATELLITE, TO
DETERMINE POSITION (AND/OR VELOGITY.) WHETHER
OF NOT THIS INFORMATION 1S USED IV SETTING A COURSE

® ABSOLUTE ACCURACY - ACCURACY OF A FIX RELATIVE TO EARTH
COORGINATES (LATITULE, LONGITUCE)

O FELATIVE ACCURACY — ACCURACY OF TWO FIXES FELATIVE 70
EACH OTHER — GENERALLY MUCH BETTER THAN ABSOLUTE
ACCUIRACY fF fIXES ARE NOT GREATLY SEFARATED i
TIME ANG LYSTANCE

TP B ooy
NG 335“ | anm—— ”

SR

The following section will describe the phases of a tactical air strike and typical parameters for
a navigation systern designed to support each phase. A tactical air strike is selected as the
main examplé far a variety of reasons, First, it is an eperation that is clearly of great eignifi-
cance in a tactical operation. Second, the various phases of the operation illustrate a wide
variety of operational phases quite similar te other situations, Third, some of the needs of high
gpeed aircraft are more severe than those of other users, especially in accuracy and allowable
user velocity, A navigation system suitable for use by high speed maneuvering aireraft will also

gerve a wide variety of other users,
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POTENTIAL USERS
AND OPERATIONAL SITUATIONS
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The phases of a tactical air strike are summarized on this chart. The next few charts will

examine each of these phases in arder to develop the navigation performance which is either

_required for the operation or will lead to an improved capability not now possible.
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® TARGET IDENTIFICATION & COORDINATE DETERMINATION
® A/RCRAFT NAVIGATION TO VICINITY OF TARGET

® TARRGET ACQUISITION &Y AIRCRAFT

® DETERMINATION OF BOME RELEASE POINT

® AIRCRAFT NAVIBATION BACK TO BASE

® DAMAGE ASSESSMENT
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This chart summarizes the process of obtaining coordinates of a desired target. A fluid
field situation being observed by a forward air controller and photographic reconnaissance
of fixed targets are illustrated. In cach case, the position of the alreraft is an importane input

in the process that terminates with the establishment of target coordinates,
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TARGET IDENTIFICATION & COORDINATE
DETERMINATION

® RECCE PHOTOGRARHS

OF WISUAL GIGHTING
OF TARGET

® DETERMINE LOCATION OF
TARGET RELATIVE TO o

OBGERVER COORDINATE
® DETERMINE LOCATION OF k >t

OBSERVER IN COORDINATE
GRID OF THEATER

| N.MI. RELATIVE
CURACY GOAL

(=]

0.

3

® TARGET COORDINATES
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The accompanying chart summarizes the desired accuracy of a navigation system designed to
guide a bomber {rom its basc to the vicinity of the target and te allew sulficiently precise
navigation of the aireralt 3o that acquisition of the target can be accomplished by conventional
optical or radar methods. It ie clear that lower accuracies compromise mission success. The
graph illustrates the situation of an approaching aireraft which, for the parameters given, must
aequire the target before passing the 2-G turn limit lines, In the case illustrated for a 6000 ft
acquisition range, 2000 ft is the allowed maximum error which reflects a 0. L n mi, l-7accuracy.
If the error is larger, the aircraft will be unable to reach the proper bomb release point and, of
necessity, must either seek an alternate target or make another pass over the targst. Further-
meore, a more accurale acquisition may allow a better CEPF owing to lack of maximum acguisis
tion conditions such as rate of turn and pilot stress. Poor accuracy at acquisition will some-
tirmes result in the acquisition of an incorrect target with the consequence of dropping bombs on
the wrong target. Furthermore, lack of sufficient position-fixing accuracy decreases surviv-
ability because Tepeated passes are required or because the aireralt may fly closer than planned

te gun ar missile emplacements.
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VISUAL Bombive
® NAVIGATION 70 TARGET AND TARGET ACQUASITION
LONMI ACCURACY - EARLY PHASE
OF MM ACCURACY - AT ACQUISITFONV
CONTINGOLS  FIXES
SO0 ALTITUDE

® LOWER ACCURACY REDUEES MISSION SUICCESS HESILY AETAROED WEAPON
FROBABILITY “"‘"§

— REFEATED PUSSES RESULT FROM OFFSET
ERROR GREATER THAN 15 N A/

— NCREASED CEP RESULTS FROM LATE ACQUKSITION

— INCORRECT ACQUISITION =~ WRONG TARGET BOMBED A W

= DECREASED SURVIVABILITY = v ‘b =
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The accompanying chart illustrates a sitation wherein visual or radar siting of a target is not
possible. The accuracies mdicated allow effective bombing without reference to visual devices.
It should be pointed out that the 0. 01 o mi accuracy must be relative to the grid in which the
target was located but need not be of that accuracy relative to conventional global coordinates.
The first item in the chart, navigation to the aiming point, refers te the navigation of the
aircraft from its base to the vicinity of the target and is primarily required to aid the aircraft

in avoiding hazardous areas.
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BLIND BOMBING

© NAVIGATION TO AIMING POINT (0.7 N M/)

® COMPUTATION COF BOMB RELFASE POINT
(ALTITUDE AND VELOCITY FREQUIRED )

® NAVIGATION T0 BOMB RELEASE FONT (0.0/ N Mi)
IN SAME COORDINATE SYSTEM AS
USED TO LOCATE TARGET

® GOALS | — QO NM FOSITION FIXING ACCURACY
—/=5 fPS VELOCITY ACCURACY
—CONTINUOUS MEASUREMENTS
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The two remaining phases of the tactical air strike mission are indicated on this chart together

with the accuracies desired af & supporting navigation system, Accuracy of 1 nmi for naviga-

tien to the base should suffice, but higher accuracy gives additional mission flexibility and can

allow much simpler landing aids, primarily due to a reduction in the required acquisition range.
P B F r q! B

Damage assessment is normally conducted to determine mission success, The desired
accuracies for this phase are quite similar to those for the original target sequisition during

the bombing run.

At this point, it can be seen that 2 number of phases of a tactical air strike can benefit from
nawvigational position fixing, Accuracies of 0,0} n mi relative and 0. L n mi absolute with

continuously available fixes wi Il serve all phases of the mission
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AIRCRAFT NAVIGATION BACK TO BASE

® [/ NMI_ABSOLUTE ACCURACY |

® HIGHER ACCURACY ALLOWS RELAXING
WEATHER CONSTRAINTS

® HIGHER ACCURACY REDUCES REQUIREMENTS
ON LANDING AIDS

DAMAGE ASSESSMENT

® RLE-ACQUISITION OF TARGET TO DETERMINE
DAMAGE -|0./ NMI DESIRED ]
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The examination of potential users for a new navigational satellite system has, to this poiat,
heen concentrated on tactical air strikes. There are, however, many other tactical operations
requiring navigation-information. Operations having needs compatible with those of the air
strike are summarized on thie chart. The first item, short range missile launch from airerafl,
is an extension of the previous tactical air strike that would allow the aircralt te avoid the enermy
target vicinity. A short range air-launched missile would be launched from an appropriate point
at which the navigation satellite would give position and velocity information te the missile
guidance system. TFrom this point, the short range missile could be inertially guided, cemmand
guided from the aircraft, or, eventually, could receive guidance or position fixing information
directly from the navigation satellite. Missile terminal guidance may become of increasing
interest as the desire to obtain very small CEPa grows in importance. The accuracy stated
would allow many targets to be attacked with ballistic missiles with high-explosive warheads.
Other operations that wounld benefit {from & navigation satellite systemn are included in this chart

and are self-explanatory.
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OTHER USERS OF SYSTEM SAT/ISFYING
TACTICAL BOMBING 60ALS

! OPERATION | ACCURACY/ FIX FREQUENCY |
O ARCRAFT SHORT-RANGE MISSH E | AOI NI RELATIVE S CoNTivwows |
LAENCES | * 7 FFS FELOODITY
® MISSILE TERMWAL GHICANGE | Q0 MM RELATIVES CONTINUOUS
| w0z FP5 vELOCIT Y
® AR PELIVERY OF 5TORES | GO Vs RELATIVE f COVTINGOLS
| @ AR TRAFFIC CONTROL PN MY ABSOLUTE / NTERMITTENT
O RESCHFE ar o L sy mﬂﬁfﬁ#ffﬁfflf TENT
® FPOS/TIOVIVG GUVS, FACARS, £78
— ON Lave QO WM RELATIVE /N TERMITTEN T
— oW 54 QO N #t) RELATIVE / CONTINUOWS
® AIRCRAFT MAPPING Qf N M ABSOLUTE / CONTINGGUS
| S MISS/E L AUNCH OF W M ABSOLUTE /I TERMITTENT
@ SATELLITE TRACKING Of N Hf ABSOLUTE [/ CONTINUOU'S |
'-—-—:.i:: SR L L e T e e st o
The users identified in the preceding charts have a variety of needs for a navigation system.

This and the fallewing charts list the most etringent parameters associated with these néeds

in an ellort to develop a system performance which is compatible with the needs of all the

previously

adentiflied uscrs.
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DESIRED ACCURACY

® A VARIETY OF USERS HAVE FOTENTIAL NEEDS
FOR A VAV/GATION OYOSTEM FROVILING
FPOSITION FIXES WITH

— Ot NM/I ABSOLUTE ACCURACY
C.Of MM RELATIVE ACCURACY

® SOME USERS HAVE FOTENTIAL NEELS FOR
VELOCITY MEASUREMENTS 7O O.2 FFS.

ACCURACY
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In addition to accuracy, the utility of a navigation system is dependent on other attributes; some
are summarized on the accompanying chart. It is desired to have the capability of position
fixing in a region without previously having had access to the region to set up ground stations,
Giobal coverage is the most desirable although not necessarily the most cost-effective way al
ensuring this capability. Fixes need to be continuously available to mect the needs of high speed
aireraft and missile applications, As in any military system, an appropriately low vulnerability
is essential. Howewer, for navigation satellite systems, it is not considered practical to provide
absolute invulnerability in a total nuclear environment. It is desirved that the user remain
passive; i, e, , no electromagnetic signale are radiated which could be used by the enemy for
direction finding and consequent location of the user. As in any system, minimarm cost i3
desired. Furthermoers, it is desirable that & new navigation system be responsive to the needs

of 3 wide variety of users, ae an aid in justifying the system cast.
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OTHER DESIRED CHARACTER/STICS

@ COVERAGE
— NOT DEFENDENT ON ACCESS TO THEATER FOR SET UP OF GYSTEM
= GLOBAL OESIRED

© AMALABIITY OF FIXES
— CONTINUOUS

® VUINERABILITY

= EQUIPMENT LOCATED WHERE FROTECTION AVAILABLE -PREFERABLE
OUTSIOE THEATER

— MINIMUNT VAMMING SUSCEPTIBILITY
® FASSIVE USER

— DESIREL
® (05T

= MIN/MUM DESIRED
— CHARGEABLE TO A VARIETY OF USERS
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This section of the briefing will examine the properties of existing navigation aids to determine
how well their capabilities and performance meet the criteria established in the preceding
section, Considered here will be Loran € and D, Omega, and Transit. These systems arc
intended to [ulfill the needs of some of the users identified sarlier. Inertial navigation systems
and combined Doppler or Stellar inertial eystems are not treated here because they have an
errar growth with time (on the erder of a few nautical miles per hour for & pure inertial system)
that preclude most of the high precision applicaticns under consideration, On the other hand,
inertial systema provide attitude information net provided by other position fixing syetems. lIn
fact, many users will have need for both an inertial system and an independent position [ising

systern.  Also not considered are many short range navigation systems, such as Tacan

The systems which are considered, in addition, have a nurmber of variants which share their

principal characteriatics.
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REVIEW OF NAVIGAT7ION AlDS

33

Loran ©, Loran D, and Omega are described briefly on this chart. These three systems are
two-dimension hyperbalic syetems (i. &, a position fix is determined by the intersection of two
hyperbolic lines of constanl range difference to pairs of ground stations}. They do not yield
altitude, nor do they require a knowledge of altitude to determine position.

Loran © is a regional system of moderate aceuracy. Loran D is a higher accuracy, shorter
range system which is presently in system test. Both of these systems operate at a relatively
low frequency which was necessary in order to obtain their coverage. They require three or

\mere sizeable ground stations located within the region of coverage.

Omega is a very low [requency system of moderate accuracy. When the planned eight ground
stations are in eperation, the coverage will be global. The stations are large and complex but

can be located cutside of limited war theaters,
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REPRESENTATIVE GROUND BASED
NAVIGATION AIDS

[ A
| GROUND STATION
SYSTEM | FREQUENCY COVERAGE ACCURACY
qQ POWER /ANTENNA
LORAN & 83000 Kie £50 WV FEAR 1500 VAN GVER QF-10 A M
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OVER WATER -0y
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Although Omega,

local unless a large number of stations are provided.

by the Loran C system as it existed a year age. Since that time, coverage has been provided
It is clear that many more stations would be required for truly global coverage,

this country could provide deep coverage of

in Vietnam.

and that ne station lecations under control of

China or the USSR,
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COVERAGE AREAS LORAN-C SYSTEM
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A satellite navigation system commonly called Transit is presently operational; its management

is assigned to the Mavy. Transitls a sequential system wherein readings are taken on one
satellite over a period of time with the satellite moving in its orbit. It is a range rate system
and the user is passive. High accuracy can be obtained by fixed users, but no way is known of
obtaining better than 0. 25 n mi accuracy in even moderate speed aireralt, With four satellites,

a fix can be obtained every 100 min.
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NAK-Y26822
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SATELLITES : (TRANSMITTER)
» W 200 LES
® SOLAR POWER

UFER POSITION
COMPUTATION

® NOIRECT POSITION
OETERMINATION

® REGUIRE KNOWLEDGE
OF VELOCITY

® EPHEMERIS STORED

N SATELLITE

RANGE RATE
AREIT DETERMINATION

12 0 24 WR PREDICTION ACCURACY :

® ONE PASS
® ALTITUDE 600 N M/, pfrdicis f1f. 3 4
® 2 SATELLITES 4 POLAR ORSITS S SAVERAL ”‘ﬂig e
® FIX EVERY 100 MINGTES EACINT A0

® NUT SUITABLE FOR HIGH SPEED VENICLES
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The performance of existing navigation systems is summarized on this chart, Loran D will meat
the identified tactical needs for aceuracy, bat it has limited range and vulnerable ground stations.

Omega is global but does not have the desired accuracy.

The existing satellite navigation system meets the accuracy needs of fixed ar slowly moving
users, but reguires an elaborate computer aboard the user and cannot provide centinuous fixes.
It cannot meet the needs of aircraft because of the lack of continuous fixes. In addition, the
velocity of any aireraft introduces.sizeable crrors which become intolerable for hyper sonic

aireralt.
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SUMMARY OF REVIEW

@ LOFAN O MEETS .0/ AMI. (R) TACTICAL MEEFD
— MEQUIRES 300 FT ANTENNA IN COMBAT AREA
— REQUIRES TIME FOR SET (P
— 300-500 NMI RANGE
— TWO COMPONENT FPOSITION FX

O OMEGA MEETS GLOBAL [ 702 MM/ (A)
— TWO COMPONENT FPOSITION FIX

@ LX/STING SATELLITES MEETS NON OF SLow
MOVING FRECISION USER NEED
— SEQUENTIAL MEASUREMENTS
— & 70 /10 MINUTES FOR A FIX

UNCLASSI "

Limitations of the existing navigation systems to the tactical high-speed aircraft and to other
users are summarized on this chart. It is concluded that existing navigational systems do not
meet the needs identified for tactical operations. Therefore, it is appropriate to conalder the
performance that can be achieved by a new navigation satellite designed to accommodate the
needa peculiar to high-speed users and, to the extent possible, the needs of the other users

identified previously,
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LIM/TATIONS OF EXISTING NAVIGATION SYSTEMS

® JACTICAL HIGH SFEED AIRCRAFT
— ALTITUDE NOT PROVIDED BY ANY NAVIGATION SYSTEM
— TRANSIT NOT SUFFICIENTLY ACCURATE FOR HIGH SPEED LISER

— GROUND SYSTEMS REQUIRE SET-ULP TIME AND ARE VUINERABLE
TO ATTACK

= LIMITED RANGE MAY MAMPERR OPERATIONS IN SOME THEATERS
= LAND-SEA INTERFACE PROBLEMS

@ LOW SFEED OR FIXED USERS
— TRANSIT REQUIRES FLABORATE EQUIPMENT
— TRANSIT NOT A COMMON SYSTEM WITH HIGH SPEED AIRCRAFT
— GROUND SYSTEMS HAVE SET-UP AND VULNERABILITY FROBLEMS
— NO SYSTEM COMPATIBLE WITH VERY SMALL USER
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A variety of satellite navigation systems can be identified. It is the purpose of this section te

determine which of these syatemns can meet the performance objectives stated previously.
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Belore considering the design of a new navigation satellite, it might be well to review changes
in the technology which have ocecurred during the last few years that may allow the development
of a navigation satellite system not previeusly considered feasible. The most specific change
in satellite technology is the increase of mean time before [ailure (MTBF); MTBF& on the order
of 3 to 5 yr now can be considered feasible, The intreduction of integrated circuits permits
high speed, general purpose digital computers to be available in shoe box size. Thus, a variety
of users of a navigation system can perform the computations required to obtain position.  All
af the hardware required for synchronous communication satellites has been developed and tested
including spin stabilization subsystems, despun antennas, and pawer output tubes. This h,a.n.i—-
ware can be directly applied to navigation satellites. Cesium clock oscillators are now cataleg
iterns and are available for ground installation; these clocks have accuracies that at one time
would have been considered unattainable. They are potentially available for use in space

although the required packaging and testing have not been performed.
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FRESENT TECHNOLOGY -
A BASE FOR A NEW NAVIGATION SATELLITE

® MTEF IMPROVEMENTS OF COMPLEX ELECTRONIC EQUIPMENT
ALLOW 3-5 YEARS SATELLITE LIFE

@ J/GITAL COMPUTERS AVAILABLE WITH HIGH CAPAC/TY AND
OMALL SIZES

@ COMMUNICATION SATELLITE HARPHWARE /5 AVA/LABLE

® (ESIUM CLOCKS (OSCULATORS) ARE LEVELOFEL
— ACCURACY OF 3 RIRTS W 107
— AVAILABLE FOR GROUND INSTALLATION
— POTENTIALLY AVAILABLE FOR AIRCRAFT AND SPACE

UNCLASSIFIED
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Based on the conclusions drawn from the user needs investigation, the ebjectives shown in this
chart were developed to serve as a model for a navigation satellite aystem stady. Global cover-
age ig desired to accommodate a new tactical theater without delay. Regional coverage can serve
as an sconamical substitute for global coverage if reasonable certainty exists that new theaters
will develop only in a limited area. Growth from regional to global is then desirable. The users
and their needs for accuracy are as developed earlier, The user equipment ground rule was
taken as approximately that of a presently programmed system, Loran C, and represents a
desired upper limit. In addition, a manpack set, not necessarily providing a display of the
position'to the user, is desirable for such purposes as target spotting. Continuoua fixes are
required to navigate high speed users. The passive user objective is required if radio silence

is to be maintained by a user. Aa with all military systems, an appropriate countermeasure

invulnerability is needed,
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NEW NAVIGATION SATELLITE - SYSTEM OBJECTIVE

® COVERAGE
— REGIONAL WiTH GLOBAL OFTION

® (/SERS
— HIGH SPEED AIRCRAFT
— ARERRFT SUFFORT OFERATION'S
— OTHER (SERS, LARGE AND GMALL
— GROWTH TO MISSILE LAUNCH AND TERMINAL GU/DANCE

® FUNVCTIONS AND ACCURACY

— POSITION
— O/ MM ABSOLUTE
— D0/ Ml RECATIVE

— VELOCITY
— GROWTH - 02 FFPS

© USER EQUIPMENT
— LESS THAN /00 LBS, LESS THAN §/00000
— OPTION FOR MAN FACK DES/IRED

® OTHER ATTRIBUTES ;
— CONTINEOUS FIXES
— PASSIVE USER AS AN OPTION
— COUNTERMEASURE IWVULNERABILITY
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 INCLASSED

This chart addresses the choice between a sequential and simultaneous measurement system,

A sequential system takes measurements during the passage of a satellite through the field of
view, [t requires the satellite to be at a relatively low altitude but minimizes the number of
satellites required. Simultancous systems make measurements from several satellites at the
sarne time and, consequently, more satellites are required, The simultanecus method is the
only one available for high speed users whe require continuous measurements. In view of study

objectives, it is the method selected.
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SEQUENTIAL VS SIMULTANEOUS

® 5 7010 MIVUTES FOR FIX
® LIMITED TO LOW OFEEL ® COMPAATIBLE W7 WEAR
WoCro CONTINUOUT MAVIGATION
OBJECTIVES

® /NSTANTANEOUS FIX

© LOW ALTITHPE SATELLITES

® SYNCHRONOUS ALTITHEE
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Four types of simultaneous messurements can be made. An angle measuring system is attrac-

tive because it requires but a single satellite. Unforwnately, no known angle measuring tech-
nigue will yield the accuracy set as the objective of this study, Range rate methods require

moderate altitude satellites and cannot be used by high speed aircralt since the velocity of the
aircraft must be accarately known in order to correctly determine range rate. Thas, only the

range or the range difference methods are applicable to this study.
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OIMULTANEOUS MEASUREMENT TECHNIQUE

ANGLES RANGE RATE RANGE/RANGE DIFFERENCE
[OVE WAy oo er)

N
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® SINGLE LARGE SATELLITE ® MULTIFLE MOPERATE ALTITUPE @ MULTIPLE SATELLITES
SATELLITES

& [OW ACCLRACY ® LURECT OETERMINATION 05
& NOIRECT DETERHNATIY POGHTIGN
OF POETION

& FOETON ALCURACY
DEFENDENT ON ACCURALCY
OF LSER VELOCITY
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This chart establishes synchronous altitude as the appropriate altitude for a navigation satellite.
The most compelling reason for choosing a synchronous orbit is that a synchronous system
allows regional coverage at minimum cest while allowing gradual extension of coverage to a

global system as additional eatellites are launched.
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ORBIT SELECTION
RANGE / RANGE DIFFERENCE SYSTEM)
FACTORS :

— COVERAGE = FAVORS SVYNGHRONOUS
— EADE OF TRACKING (AND PREDICTING |-MAY FAVOR GYNCHRONOUS
— LINK POWER LOSS -FAVORS LOW ALTITUODE, TENOS TO BE

INVARIANT AT MEDIUM / SYNCHRONOUS ALTITUOE
— ABILITY TO FIELD FART OF GLOBAL SYSTEM-FAVORS SYNCHRONOUS
— ERROR GEOMETRY -FAVORS MNON -EQUATORIAL

RESULTS OF ANALYSIS :
— LOW ALTITUDES RULED 04T FOR CONTINUOUS COVERAGE
— MEDIUM ALTITUDES FPOSSIBLE
— GYNCHRONOUS ALTITUDES APPEAR BEST
— FIXED ANTENNAS FOR TRACKING STATIONS
= NO HAND OFF ANO REACQUISITION
= FARTIAL GLOBAL COVERAGE FOSS/BLE WITH LIMITED
GYSTEM OF GURING SYSTEM ACQLINSITION
= SIMPLIFIED BOOKKEEPING BY UWSERS
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It is concluded that the only way of meeting the stated objectives of the navigation satellite is with
s simultaneocus range or range difference system, preferably at synchronous orhit, This chart
indicates at least 12 varieties of such systems; these methods are categorized by the location of
the computation equipment and, hence, the location at which position fixes are supplied. The
methods are further defined by whether the ranging is done by two-way (i.e., sending a signal
out and then back and measuring the time of transit}or only one-way transmission. The necessary
types of equipment are indicated by the letters within the user and ground station boxes. In the
lewer portion of the chart, the applicability of the method to range or range difference is indicated,
In each case one less measurement and, consequently, one less satellite is required if an altim-
eter is used to measure the altitude of the user or if the altitude can be inferred by other means.
The situations not requiring an altimeter will develop altitude information directly. It is shown
at the bottarn of the chart whether the user is active or passive. The systems on the extreme
right and left are ruled out because the ranging operation is initiated by the user. The implication
of this is that the number of users must be severely limited te aveid overloading the system. The
twa methods near the center of the chart remain under the control of the central station; hence,
any number of users can be effectively controlled. The two-way mode with ground station com-
putations is preferable for a user wha is limited in the amount of equipment he can carry. The
one-way mode with a erystal clock and with computations performed by the user requires ne
equipment beyond the present state of the art and is suitable for a more sophisticated user. A
system with an atomic clock at the user is advantageous inasmuch as it requires fewer satellites,
‘but it will not be practical until an atomic cleck can be developed and flight tested for the user's
environment, It is concluded that it is desirable in a new navigation satellite system to have the
options of performing the two modes near the center of the chart - the two-way mode and initially
the user with the crystal cleck who must rely on range differences - with growth to the user with

an atomic (cesium) clock.
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RANGE AND RANGE DIFFERENCE SYSTEMS
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It has been determined by the rationale just presented that the system objectives developad
earlier can be best met by a synchronons orbit satellite navigation system employing 8imul-
tanecus range or range-difference measurements and two user modes - orne-way passive for
the sophisticated user, two-way active for the user who is severely weight and power limited.

A more detailed study of the deaign of such a system will now be presented.
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SYSTEM DES/IGN
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A general conceptual drawing of the navigation satellite system is shown on this chart. The
master station contains a computer and & number of modest tracking antennae.  The master
station compules positions for the users who do not carry their own computers and tracks and
determines the pasition of the satellites. The slave statiens participate in the tracking to allow
the satellite posilions to be determined by real-time trilateration. The chart indicates the

wide variety of users who could utilize this system,
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NAVIGATION SYSTEM CONCEPT
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Three user modes are identified and serme of their salient features are indicated on this chart.
A cesium clock (atomic clock] in the satellite will allow the navigation system to survive for a
number of days following destruction of the ground station. Such an option will allow limited

survivability of the system after the start of an all-out war.
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A possible configuration of the satellite is shown on this chart. Weights are given for the systam
both with and without the cesiam clock. The cesium cleck is contained in the communication
iterns of the weight breakdown, In addition to the weight of the clock, many ethet aubsystems
have increased weight. With the exception of the atomic clock, which is a growth item, the
vehicle is conventional and within the state of the art, relying heavily on the technology utilized

in communication satellites.
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SPACECRAFT SIZE AND WEIGHT
SIMPLE BLOCK DIAGRAM

TRANSHITTER

72 WATTS RECEIVER NO CLOCK CLOCK

DIMENSIONS :
o _T_ _t_ — ] l OIAMETER STON  (SE0w)

LENETW 45 [ BRN)

ATOMIC CLOK | COMMAND
DECOPER POWER: 85 warrs  (1s)

ANE FigVAL
i GENERATION

WEIGHT BREAKDOWN

COMMEUNICATION 63 (168 )
ATTITWOE CONTROL " [
OTHER CONTROLS £l {1}
POWER SUPFLY 85 (130)
PROPULEION 25 (25)
STRUCTURE 33 (52)
CONTINGENCY 25 (39)

WEIGHT ON OREIT 263 (A3 (387 L8S)
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A passible satellite system geometry and its coverage are indicated on the accompanying chart

Satellites are shown at longitudes of 90°E and 30"E and anather is shown in a figure 8
[nonequatorial] erbit arcund 60°E. The dotted area receives continuous coverage from three sat-
ellites and allows good navigation performance in the case illustrated for Vietnam, India, most
of central Asia, and most of Africa. In addition, the cross-hatched portion receives partial
coverage from three satellites and continuous coverage from two satellites. Two satellites

properly phased in the figure 8 orbit would improve coverage appreciably.
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Other gtudies of coverage from various satellite geometries have established that 2 to 4 satel-
lites will provide coverage for one region while 10 to 18 satellites weuld be required for con-
tinuous globel coverage. In addition, schemes are available for coverage of the globe with the
exception of the polar region at & saving of several satellites aver the all-global system or sys&-
tarns in which all satellites are launched due east from ETR which results in a performance
improvement for the boosters. The optimum coverage and consequently the precise number

of satellites required cannot be determined until specific operational requirements are

established.
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COVERAGE SUMMARY AND OFT/ONS

® 2-4 SATELLITES FROVIOE COVERAGE FOR ONE OR
MORE LOCAL BATTLEFIELD AREA

® [0-/8 SATELLITES IN SEVERAL ORBIT INCLINATIONS
FROVIDE CONTINUOUS GLOBAL COVERAGE

© THERE LX/IST OFTIONAL OEFLOYMENT SCHEMES
= FOR SEMIGLOBAL COVERAGE

— ALL SATELLITES AT ONE INCLINATION
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A variety of error analyses have been performed on the navigation system outlined in the pre-
ceding charts. In general, it has been found possible to obtain the desired accuracics over the
entire region of coverage in a continuous fashion. This has generally required an extra satellite
{i. ®, , four rather than three} for regional coverage in order to prevent decreased accuracy at
specific garth locationd or at specific times of day. Typical accuracies are given in this chart
for several situations. In each case, a starting point of a typical mission was as sumed and a
departure from this position of up to 1000 n mi was allowed. The absolute accuracy (the accuracy
with respect to earth coordinates) easily meets the 0. 10 n mi (600 it) objective. Moderate

range smoothing will appreciably improve this performance for users who can tolerate the result-
ing delay, Furthermore, the velative accuracy objectives - namely, 0. 0! nmi (~60 It) - can be
met if the initial bias errors can be corrected (£ g., an aircraft serting the known location of the
end of the runway into the system at take-off) or ignared (e, g., a bomber attacking a target
located by a forward air controller).
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NAVIGATION ACCURACY
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Preliminary estimates of weight, volume, and cost of the user equipment for the three identified
modes of operation are given in this chart, The ligures are based upon current state of the art
for all except the atomic elock which has yet to be developed for nonfixed operation. It

is expected that the volume and weight of all these equipments could be substantially reduced by

employing the presently emerging technology of micro-miniaturization.
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A first arder estimate of the cost of deploying a satellite system for five years is given on this

chart. Casts are given for a regional system covering aa area gimilar to that shown on page 67
and [or the additional satellites and ground stations required to convert the regional system into
one providing global coverage. Operation and maintenance of the ground stations as well as the
costs of user aquipment are not included. Although the cost is appreciable, it is apparent that
the cost of this system is not prohibitive, It is concluded that it is desirable that the neede of

ag many users as possible be satisfied by the system.
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SYSTEM COST £STIMATE
EXCLUSIVE OF USER EQUIPHMENT
MILLIONS OF DOLLARS

REGIONAL ADDITIONAL FOR GROWTH
SYSTEM TO GLOBAL SYSTEM

® FANL P 25

® SATELLITES FOR 3 YEARS
CAPABILITY (4 SATS) &

® LANNCH COSTE /2
® GROUNL STATIONS 4
TOTAL +9

® FEFLENISHMENT FOR 2
ALPLITIONAL YEARS /&

GRAND TOTAL &4

(70 5475) 20
30
1

6/
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The system which has just been deseribed possesses a number of attractive features in com-

parison with existing or programmed navigation aid systema.

accompanying chart. An ddditional feature not listed is th

system,

The fundamental advantage of this system over ground-based systems is the inherent result of

using high-altitude satsllites - mamely, wide coverage wit

choose a high operating (radio) {requency to meel acCuTacy Fequirements without penalizing

coverage. The wide coverage permits additional flesibilit

ground facilities,

This satellite system, as compared with Transit, has the

high accuracy, resulting from the use of simualtanecus range/range difference rather than

sequential range-rate measuraments.

hout prohibitive cost and freedom to

These are summarized on the

e all-weather availability of this

v in the lecation of the necessary

advantage of serving aircraft with

gmast snelpin laiastics atiesiog ik et dalssi -r--u i
T UL TRS cna 794, e i i thesiaian 6 whirn e ren

113

(S

b v g ol ooy

Ea svmaihseitn carees i ek e iy B

ﬁ




—— 1

OFPERATIONAL ADVANTAGES OF A NEW
NAVIGATION SATELLITE SYSTEM

® ACCOMMODATE HIGH SFPEED AIRCRAFT WITH HIGH ACCURACY
— 0./ NMi ABSOLUTE, D.OF NWIl RELATIVE

® GLOBAL COVERAGE
— NO SETUP TIME IN NEW THEATRE
— COMMON GRID FOR AlL USERS

® GROUND EQUIPMENT FLEXIBILITY
= UTILIZE AREAS OF LOVY FISK OF ATTACK

— FEDLUNDANT  FACILITIES FEASIBLE

@ SYSTEM CONCEPT PERMITS GROWTH
— GUIDANCE FOR MISSILE LAUNCH

— MISSILE TERMINAL GLIDANCE

NAK-Y27185
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TECHNICAL SUMMARY
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It is concluded that a navigation satellite system meeting the previously stated objectives and
capable of serving through multiple modes of speration the tactical users previcusly tdentified,
is feasible with present technolegy. The development of cesium clocks suitable for operation hm
gatellites and/or users has value for a growth system. 1t is appropriate at this time to consider

system definition studies and an experimental demonstration of the concepts.
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SUMMARY

® A SYNCHRONOUS NAVIGATION SATELLITE SYSTEM /S
FEASIBLE

— A N M. ABSOLUTE ACCURACY
— ~QO MM RELATIVE ACCHRACY

® AN IMBIELIATE CARABILITY CAN BE ACHIEVEL WiTH A
NON-CLOCK™ SYSTEM

O SATELLITE ANL/OR USER CESIUM CLOCK PEVEL(?%EA/?“
HAS FAYOFF FOR GROWTH SKS7TEM

® SYSTEM PEFINITION STULIES AVe LAFERIMENTHL
CEMONSTHRATIONS ARE NOW APFPROPRIATE
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There is an immediate need for the contracter stedies to further optimize the system and
complete configuration and error analyses. Concurrent with these studies, an Advanced
Development Plan (ADF] can be formulated. If approved, the ADP would begin with contract
definition and proceed to deploy an experimental system which could demonstrate accuradies
and simulate the operational utilization of such a system. In addition, the ADP would investi-
gate synchroneus tracking and prediction and multipath restrictions. The satellite system
configured in the preceding section used continuous trilateration to determine the satellite

positions. 1f a means could be developed to predict with sufficient accuracy satellite position

satellite communicakions. It is believed that the signals employed in navigation can be made
resistant to this effect, bat appropriate measurements and demenstrations will be reguired.

Coneurrent technology studies would have impact on growth versions of the system,

for a few hours to a few days in advance, & significant simplification in user and ground cquip-

ments could be realized. Multipath has been shserved to be a serious problem in aireralt-to-

LF
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STUDIES AND DEVELOFMENT FPROGKAM

® CONTRACTOR STUDIES
— ORBIT OFTIMIZATION - COVERAGE AND SYSTEM ERRORS

— DEFIVITION OF EXFERIMENTAL CBJECTIVES
@ ADP FORMELATION
© CONTRACT LEFINITION

© DEVELOFMIENT FROGFAM
— ACCURACY DEMONSTRATION
— AIRCRAFT MULTIFATH RESTRICTIONS
— SYNCHRONOUS TRACKING AND FREDICTION
— OFFERATIONAL SIMULATION

® CONCURRENT TECHNOLOGY STUDIES
— INPUT 7O GROWTH VERSIONS OF SYSTEM

— GROUNG, SATELLITE, AND USER EQUIANENT OPTIMIZATION

T
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Some especially appropriate technology studies are indicated on this chart. The first two
developments concerning cesium clocks have been previously tdentified. A steerable aircraft
antenna and suitable operating procedures would enable the navigaticn satellite system to sur-
vive appreciable local jamming attempts. The helicopter presents a special eavironment
problem because of weight limitations, vibration, and the poasibility of helicepter modulation

of signals. Before measurements of multipath and synchronous tracking and prediction capabil-
ities are made in the ADP, measurements could be made using existing satellites, especially

some of the synchronous or near synchronous communication satellites.
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TECHNCOLOGY STULIES AND LEMONSTRATIONS

SFACE QUALIFIEL CESIUM CLOCK

AIRCRAFT QUALIFIED CESHM CLOCK

STEERABLE AIRCRAFT ANTENNVA

O HELICOPTER ENVIRONMENT STU LY

FRE APF MEASUREMENTS OF MULTHAATH
ANE SYNCHRONOUS TRACKING ANG FARELICTZON
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The succe

outlined.

eding charts will summarize the program implications of the course of action
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A schedule of the various activities is given on this chart. The mid-FY &8 operational decision
is based upon the knowledge gained from the first year of contractor studics. At this point, a
more rapid development of an operational syatem could be substituted for the development program
given, If, on the other hand, the decision to proceed as rapidly as possible were made in

mid-FY 67, approximately one year could be saved.
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OCHEDULE

FISCAL YEARS
1967 1968 | 1263 1970
© STULIES ANG CONCEFT FORMULATION [
- CONTRACTOR STy —
= AP FOTMWCATION il

® CONTRACT GEFIMITION —

© ZEVELOPMENT FROGRAM
~ FROCUREMENT OF FLIGHT TEST .

EQUEMENT " ——
= LAUNCHES asa
= MEASHTEMENTS ANE 2974 RECUCTION S —
© FARLIEST PECIS/ION ON QadsSs -
OFERATIONAL SYSTEM a
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is shown

An estimate of the funding required for the program given in the preceding schedule
-harl. Funding for the various technology studies identified as desirable inputs to the

on this ¢
growth systems haenot been included. In addition, it is assumed that launch and launch integra-

tion will be provided through the Space Experiment Support Program {SESF}L
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FUNDING ESTIMATE (MILLIONS)

FISCAL YEARS

1957_] IQGT 1969 |97—[ 'rom_]

CONTIRACTOR STUDIES ‘ a.7 | ‘ o7

CONTRACT DEFINITION STUDIES ‘ a7 ‘ ‘ La

DEVELOPMENT PROGRANM
(ASSUMING SESP
LALNCHES)

50 f’d(}" 50 ‘ 20

rorAL LL‘BU 50 ‘ 217
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A Breakdown of the development program item from the preceding chart is given here.

a2
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UNCLASSIFRy
DEVELOPMENT PROGRAM
MULIONS OF DOLLARS
FISCAL YEAR
1968 1969 1370 TOTAL
SYSTEMS ENGINEERING
SYSTEM INTEGRATION 4 K & 1.0
COMPUTER PROGRAMMING 4 K 2 /.0
SUPPORT TO EXPERIMENTAL
OPERATIONS .7 L3 2.0
DATA REDUCTION OF SYSTEM
ANALYSE/S 5 /.0 r.5
EQUIPMENT DEVELOPMENT AND
FABRICATION
SPACECRAFT 2.0 3.8 7 6.5
GROUND STATIONS 7 /.9 4 3.0
UHSER EQUIPMENT /.0 2.0 /.0 4.0
AGE AND TEST SUPPORT 5 3 il /.0
TOTAL 5.0 0.0 5.0 20.0
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Appendix 5 — Rockwell’s GPS Block 1 Organization Chart
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Appendix 6 — GPS JPO Organization Chart
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Appendix 7 — Operational Performance Requirements

TABLE 1-1. OPERATIONAL PERFORMANCE REQUIREMENTS
(Undefined acronyms are listed at the end of the Table)

CHARACTERISTIC MATURE
REQUIREMENT
O E
P F| System 3-D Positioning Accuracy - PPS 16 meters SEP
E F
R H System 3-D Positioning Accuracy for
A C| 14 & 180days After Last Nav-
T T| Update - PPS
I I 14 days: Block II/TIA 425 meters SEP
O V| 180days: Block II/ITA 10 kilometers SEP
N E 180 days: Block IR 16 meters SEP
A N
L E} System Selective Availability (SA)
S 3-D accuracy - PPS 16 meters SEP
S| 2-D accuracy - SPS (Current policy) 100 meters (2dpms - 95%)
Time Transfer <= 100 nanoseconds (ns)
Time to First Fix
1-Channel Set - <= 5.5 minutes
2-Channel Set <= 6.0 minutes
5-Channel Air Set <= 1.5 minutes
5-Channel Sea Set <= 1.5 minutes
Reaction Time
1-Channel Set <= 10.5 minutes
2-Channel Set <= 10.0 minutes
5-Channel Air Set <= 6.5 minutes
5-Channel Sea Set <= 6.5 minutes
Antijam Margins
Jamming to Signal Ratio See Appendix F
System Nuclear Survivability
Total Dose See Appendix F
Gamma Rate See Appendix F
Neutron See Appendix F
Electromagnetic Pulse See Appendix F
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UNCLASSIFIED

TABLE 1=1.  OPERATIONAL PERFORMANCE REQUIREMENTS (Continued)

CHARACTERISTIC MATURE DAB IIIB .
REQUIREMENT OT&E CRITERIA
SV System Availability - 21 sVs 98%
Block 11 Satellite Mean Mission 6.0 Years

Duration (MMD) (All SVs)

HEYZ0HHEDPODEYO
KA R IYHHNCW

OCS Operational Availability (R,) | 90%
OCS Operational Dependability {Dg) 96%
OCS Mission Effectiveness (ME) 86%

UE System Availability

1-Channel Set 94%
2-Channel Set 94%
S-Channel Air Set 95%
5-Channel Sea Set 95%

UE Reliability - UE Only (except as noted)
1-Channel Set

Air Force 1500 hours MTBCF 500 hrs MTBOMF
Army 5 , hours MTBOYF 500 hrs MTBOMF
Marine Corps 1200 hours MTBF 500 hrs MTBOMF.
Navy (installed & integrated) 500 hours MTBF 500 hrs MTBOMF
2-Channel Set 500 hours MTBOMF 500 hrs MTBOMF

5~Channel Air Set
Air Force 1000 hours MTBCF 500 hrs MTBOMF
Navy (installed & integrated) 500 hours MTBF 500 hrs MTBOMF

S-Channel Sea Set

{(installed & integrated) 680 hours MTBF 680 hrs MTBOMF
UE Maintainability (MTTR) O-Level / I-Level
1-Channel Set <= 15 min / <= 45 min
2-Channel Set <= 15 min / <= 45 min
S5-Channel Air Set <= 20 min / <= 60 min
5-Channel Sea Set (I- & O-Level <= 80 min
Combined)

* This is the DAB IIIB OT&E exit criteria approved by DOT&E in the Executive Summary to
Change 1, dated 7 December 1990, to the MSTEMP and signed by DOT&E on 14 January 1991,
Post-DAB IIIB reliability data will continue to be collected by the JPO.
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UNCLASSIFIED

TABLE 1-1. OPERATIONAL PERFORMANCE REQUIREMENTS (Continued)

CHARACTERISTIC MATURE
- REQUIREMENT
o s
P U| UE Weight
E I 1-channel Set (w/Batteries) | 10-12 1bs
R T| j-Channel Set (w/Batteries & VPA) | 10-20 1bs
A A 2-Channel Set | <= 25.5 lbs
T B s=Channel Air Set | <= 66 1lbs
!II I 5-Channel Sea Set . <= 70 1bs
Qo L i
|N 1| Battery Life = 1-Channel Set i
A T (4 queries per hour) »>= 48 hours
X
Acronyms:
2=D Two-Dimensional
2 dpyg Twice Distance Root Mean Square
I-Level Intermediate Level
lbs pounds
min minute
MTBCF Mean Time Between Critical Failure
MTBF Mean Time Between Failure
MTBOMF Mean Time Between Operational Mission Failure
MTTR Mean Time to Repair
Nav Navigation
ocs Operational Ccontrol System
O-Level Operational Level
PPS precise Positioning Service
SEP Spherical Error Probable
SPS standard Positioning Service
sv Space Vehicle (Satellite)
VPR vehicle Power Adaptor
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